
ROCHESTER COMMUNITY SCHOOLS 
July 23, 2020 

Request for Proposals 

LANDSCAPE IMPROVEMENTS – 2020 
Reuther & Van Hoosen Middle Schools 

Rochester Community Schools (RCS) is seeking proposals to provide and install 
landscaping per plans and specifications developed by Grissm Metz Andriese Associates, 
dated June 12, 2020.  

Proposal Information and Requirements for Acceptance: 
All proposals, required forms, and pricing shall be submitted electronically on BidNet 
Direct (https://www.bidnetdirect.com) no later than 2:00 p.m., local time, August 6, 2020 
(the “Due Date”.)  No oral, telephonic, or facsimile proposals will be considered.   

RCS will not consider or accept any late Bids received after the Due Date specified within 
the RFP.  It is the sole responsibility of the Bidder to ensure their proposal is entered 
completely and forms are uploaded on BidNet Direct before the closing date and hour 
indicated within the RFP.  Bidders shall plan ample time to respond to all requirements and 
input all requirements. RCS is not responsible for any delivery delays.   

Included in your proposal shall be one (1) of each of the following forms: 

• Vendor Information Form – signed
• Vendor Proposal on Bid Proposal Form
• Supplemental A Unit Pricing
• Iran Economic Sanctions Certification form signed
• Familial Disclosure Statement form signed and notarized
• Bid Bond Security

Designated forms above must be submitted online (print, sign, scan & attach) by due date 
and time to:  https://www.bidnetdirect.com. 

Bidder’s Instructions: 
1. Proposals must be accompanied by a bid bond in the amount not less than 5% of

the proposal amount, made payable to Rochester Community Schools.

2. The price quoted must be net. Discounts, rebates, and allowances will be used
as criteria of evaluation, but must be stated separately in the proposal.



 
   

 
3. The buyer has the right to cancel a purchase order if the terms and conditions set 

forth herein are not met. 
 

4. All purchases are to be exempt from all taxes including State and Federal 
taxes. Exemption certificates will be furnished upon request. 

 
5. The information contained in the Request for Proposal is intended solely for 

internal use by the Bidder in its bid preparation. All information contained herein 
is proprietary and shall not be distributed to any third party, except as required by 
law. 

 
6. A recipient of the Request for Proposal is responsible for any and all costs incurred by 

it or others acting on its behalf in preparing or submitting a Bid Proposal, or otherwise 
responding to the Bid, or any negotiations incidental to its Bid or the Bid. 

 
7. Bids must meet or exceed all specifications herein. Any deviations from the 

specifications set forth must be clearly detailed on the bid proposal form; otherwise, it 
will be considered that items offered are in strict compliance with the specifications, 
and successful bidder will be held responsible therefor. Additional Voluntary 
Alternates are allowed only in addition to Base Bid and only if fully equivalent to the 
Specifications. 

 
8. The Board of Education reserves the right to accept any item in the bid; to accept or 

reject any or all bids, either in whole or in part; to waive any irregularity/informality 
herein; or if deemed to be in the best interest of the owner, to award the contract to 
other than the low bidder. 

 
9. This bid is made without any previous understanding or agreement with any other 

person, firm or corporation making a bid for the same purpose, and is in all respects 
fair and without collusion or fraud. 

 
10. From the issue date of the Bid until a decision is made, Bidders shall not 

communicate about the subject of the Bid or a Bidder’s Proposal with the RCS 
Board of Education members, administrators, faculty, staff, students or employees, 
except for Requests for Clarification in Specifications and Vendor Requirements 
Section. 

 
11. RCS intends that all Bidders have equal access to information relative to the bid, and 

that the bid contains adequate information. Each Bidder shall prepare its Bid based 
only on the information contained in the Bid. A prospective Bidder noting any 
inconsistency in the information contained in the Bid or in the Instructions shall 
request clarification, as referenced in the Bid Information and Requirements for 
Acceptance. No information communicated, either verbally or in writing, to or from a 
Bidder shall be effective unless confirmed by written communication as an addendum 
to the Bid, a request for clarification or written response thereto, or in the Bid. 

 



 
   

12. No member of Rochester Community Schools Board of Education, City, State or any 
officer, employee or person whose salary is payable in whole or in part from the 
treasury of said Board of Education is directly or indirectly interested in this bid or in 
the supplies, materials, equipment, work, services or any portion of the profits thereof 
to which it relates. 

 
13. All Bid Proposals shall be accompanied by a sworn and notarized statement 

disclosing any familial relationship that exists between the owner(s) or any employee 
of the Bidder and any member of the Board of Education of the School District or the 
Superintendent of the School District. Bid Proposals that do not include this sworn and 
notarized familial relationship disclosure statement will not be consider by the Board 
of Education. 

 
14. All bidders must provide the Certificate of Compliance – Iran Economic Sanctions Act, 

Michigan Public Act No. 517 of 2012 and attach the signed form declaring that the 
bidder is not and will not become an “Iran Linked Business” at any time during the 
course of performing any services under an awarded contract. The District will not 
accept a bid proposal that does not include this sworn and notarized disclosure 
statement. 

 
15. Vendor shall not during contract assign, transfer or subcontract any part of 

agreement to any other supplier. 
 

16. The proposal must be net pricing.  Discounts, rebates, and allowances will be used 
as criteria of evaluation, but must be stated separately on the Vendor Proposal Form. 

 
17. Rochester Community Schools has the right to cancel a purchase order if the terms 

and conditions set forth herein are not met.  
 

18. Proposal submitted is to include shipment delivered to the district location as 
specified. 

 
19. All purchases are to be exempt from all taxes including State and Federal taxes.  An 

Exemption certificate will be furnished upon request. 
 

20. Proposals must meet or exceed all specifications herein.  Any deviations from the 
specifications set forth must be clearly detailed on the proposal form; otherwise, it will 
be considered that items offered are in strict compliance with the specifications, and 
awarded vendor will be held responsible therefor. 

 
21. Manufacturers specified are the only ones to be used.  Substitutions are allowed if 

shown as separate pricing and accepted by the District.   
 

22. The vendor shall agree to a “Hold Harmless” clause concerning the process, 
selection criteria, award, and contract as entered into with Rochester Community 
Schools. 

 
 



 
   

23. SOLE BIDDER: 
 
A. It is the District’s intent that this Request for proposals, permits competition.  It 

shall be the bidder’s responsibility to advise Rochester Community Schools, in 
writing, if any language, requirements, scope specifications, etc., or any 
combinations thereof, inadvertently restricts or limits the requirements stated in 
this Proposal, to a single source.  Rochester Community Schools shall receive 
such notification no later than five (5) days prior to the date set for acceptance 
of bids. 

 
B. If only one proposal is received in response to this Proposal Request, a 

cost/price analysis and evaluation and/or audit shall be performed of the cost 
proposal in order to determine if the price is fair and reasonable. 

 
C. Rochester Community Schools reserves the right to cancel the Request for 

Proposal, or reschedule the proposal opening, if there is only one bid received. 
The decision by Rochester Community Schools will be final. 

 
 
Proposal Response: 
Rochester Community Schools (RCS) is seeking proposals to provide and install landscaping 
improvements per plans and specifications provided by Grissm – Metz – Andriese Associates, 
dated June 12, 2020. 
 

• Reuther Middle School – 1430 E. Auburn,  Rochester Hills 
• Van Hoosen Middle School – 1339 N. Adams, Rochester Hills 

 
Notes:   

• All projects are to be completed by November 1, 2020. 
• Since the majority of the work will need to be completed while school is in session, 

provide all necessary barricades and traffic control measures to allow work to proceed 
on campus in a safe manner to segregate landscape operations from student, visitor 
and staff.  This includes Arrival and Dismissal times when traffic on campus is the 
heaviest.   

• School hours are as follows:  
• Reuther:  7:25 AM – 2:22 PM 
• Van Hoosen:  7:30 AM – 2:27 PM 

 
The scope of the project would entail a complete installation that includes but is not limited to 
the following: 

• Providing all labor and material for a complete project.   
• Please provide a proposed schedule with your proposal as that will be considered in 

the award to the successful vendor. 
• Feel free to submit Voluntary Alternates that may be beneficial to the District.  These 

should be noted separate from the base bid.  Voluntary Alternates will be held in the 
strictest confidence and not shared with the other vendors. 



 
   

• Provide clean-up on a minimum of a daily basis. 
• Bidders are responsible for visiting each site to assess existing conditions to include in 

bid response and no additional costs will be allowed for failure to verify existing site 
conditions.   
 

Please note that previous experience and a realistic, accurate schedule, included with 
your bid, will be key factors in the selection of the successful bidder. 
 
 
Specifications and Vendor Requirements: 
1. All proposals must include all forms as specified in Proposal Information and 

Requirements for Acceptance and be inclusive of all plans and specifications provided 
in Attachment A. 

2. Board Approval:  The Board approval date is anticipated to be August 17, 2020. 
3. The Board of Education reserves the right to accept or reject any or all bids, to waive 

informalities and to accept the proposal which will best serve the interest of the school 
district. 

4. Requests for Clarification: All requests for clarification must be submitted through 
BidNet Direct and all responses will be released within the online posting.   

 
Bid Evaluation Criteria: 
RCS will base award of this project on the following: 

• Adherence to RFP requirements & bid specifications 
• Pricing 
• Schedule 
• Prior experience with similar projects 

 
Selection Process: 
Rochester Community Schools will base an award on several evaluation factors including, 
but not limited to: bid specifications, pricing, product availability, documentation 
requirements, and delivery terms.  Please note that project will not necessarily be awarded to 
the lowest bidder or lowest price.  RCS reserves to award the project to the most qualified 
bidder based on the criteria noted.   
 
Award: 
Project is expected to be approved by the Rochester Community Schools Board of 
Education on August 17, 2020.  Work can commence upon Board approval.  Please note 
the project will not necessarily be awarded to the lowest bidder or lowest price.  Rochester 
Community Schools reserves to award the project to the most qualified bidder based on the 
criteria noted.   
 
 
 
 
 



 
   

 
 
 
 
Termination of Contract to Purchase: 
If at any time, in the opinion of RCS, 

1. Vendor fails to conform to the requirements of this contract; or 
2. Vendor seeks relief under any law for the benefit of insolvents or is adjudicated 

bankrupt; 
3. Any legal proceedings are commenced against vendor which may interfere with the 

performance of the contract; or 
4. Seller has failed to supply an adequate working force, or material or proper quality, or 

has failed in any other respect to prosecute the work with the diligence and force 
specified and intended in any by the terms of the contract, 

notice thereof in writing may be served upon him, and should he neglect or refuse to provide 
means for a satisfactory compliance with the contract as directed by the Purchasing Agent 
within the time specified RCS in any such case shall have the right and power, at its option 
and without prejudice to any other right it may have, to terminate the contract. Any excess of 
the cost arising wherefrom will be charged against the seller and his sureties, who will be 
liable thereof. In the event of such termination, all monies due the vendor or retained under 
terms of the contract shall be forfeited to RCS; but such forfeiture will not release the vendor 
or his sureties from liability for failure to fulfill the contract.  In the event that performance on 
the part of any party hereto shall be delayed or suspended as a result of circumstances 
beyond the reasonable control and without the fault and negligence of said party, none of the 
parties shall incur any liability to the other parties as a result of such delay or suspension. 
Circumstances deemed to be beyond the control of the parties hereunder shall include, but 
not be limited to, acts of God or of the public enemy; insurrection; acts of the Federal 
Government or any unit of State or Local Government in either sovereign or contractual 
capacity; fires, floods; epidemics; quarantine restrictions; strikes, freight embargoes or 
delays in transportation, to the extent that they are not caused by the party’s willful or 
negligent acts or omissions, and to the extent that they are beyond the party’s reasonable 
control. 
 
 

 
 

  



 
   

Vendor Information Form 
 
 
 
Vendor Name: _______________________________ Contact Name: ________________________________ 
 
 
Address: ________________________________________________________________________________ 
                 Street Address                                     City                                         State                          Zip Code 
 
Phone Number: ___________________ Fax Number: __________________E-Mail: ____________________ 
 
 
Website: ______________________________________ Payment Terms: ____________________________ 
 
 
Product Lead-time: _______ business days. (Maximum number of days for delivery of an order from the day it 
is placed).  
 
 
Deviations from specifications:     Yes_______       No _______. 
If yes, please explain on the Vendor Price Quotation. 
 
 
Vendor comments: _______________________________________________________________________ 
 
________________________________________________________________________________________ 
 
________________________________________________________________________________________ 
 
 
 

Bidder Authorization 
 
The undersigned certifies that the proposal submitted meets or exceeds, all specifications, which all 
conditions noted here are acknowledged, and the firm prices and terms specified by the bidder are true 
and accurate. 
 
My signature certifies that the accompanying proposal is not the result of, or affected by an unlawful act 
of collusion with another person or company engaged in the same line of business or commerce or any 
act of fraud punishable under current Federal or Michigan law. I hereby certify that I am authorized to sign 
as a Representative for the Firm: 
 
 
 
_____________________________________________________________ 
Name of Company Representative 
 
_____________________________________________________________ 
Title 
 
_____________________________________________________________ 
Signature 
 
_____________________________________________________________ 
Date 



 
   

Rochester Community Schools 

BID PROPOSAL FORM 
 

PROJECT: Landscaping Improvements – 2020 
 
 
 
BASE BID: 
Lump sum bid for all work specified in the amount of: 
 
 
 
___________________________________________________Dollars 
($_____________________) 
 
The Bid Proposal amount shall be shown in both words and figures. In the case of 
discrepancy, the amount shown is words shall govern. 
 
BASE BID: The undersigned, having examined the Bid Documents and examined the 
conditions affecting the Work/Project, hereby proposes and agrees to furnish all of the labor, 
materials, and equipment and perform all work necessary to complete the Work/Project as 
required by the Bid Documents for the stipulated sum identified above and detailed in 
Supplemental A (Cost Analysis Worksheet). The Bid Documents set forth the terms and 
conditions upon which the Bidder will provide a "turnkey" solution for the installation and 
operation of the project for use by the Owner and represents and warrants that the design, 
operation and functionality of the project are in accordance with the Bid Documents. All 
prices provided by the Bidder on this Bid Proposal Form must include all cables, connectors, 
equipment etc. that are necessary to the make the project fully operational for the intent and 
purpose stated in the Bid Documents 
 
BID SECURITY: Enclosed herewith find (Certified Check)/ (Bid Bond) in the amount of 
$__________   
being five percent (5%) of the maximum Bid Proposal herein, made payable to Rochester 
Community Schools or naming Rochester Community Schools as obligee. The proceeds of 
which are to remain the property of Rochester Community Schools, if the Bidder does not, 
within ten (10) days after notice of the acceptance of Bid Proposal, enter into the Contract. 
 
ANALYSIS OF BID:  The total of all schools must equal Base Bid above. Contractor 
responsible to verify estimated quantity material. All work to be installed complete, as 
detailed on Drawing(s), within quote Base Bid. 
 
  



 
   

Rochester Community Schools 

BID PROPOSAL FORM (Cont.) 
 

PROJECT: Landscaping Improvements 
 
 
 
BIDDER NAME:____________________________________________________________ 
 
ADDRESS:________________________________________________________________ 
 
DATE: ____________________________________________________________________ 
 
TELEPHONE:______________________________________________________________ 
 
EMAIL ADDRESS:__________________________________________________________ 
 
 
If award is made to our firm based upon our Bid Proposal, we agree to enter into the form of 
Contract with the School District in accordance with this Request for Proposal, the contract 
and our Bid Proposal. 
 
My signature certifies that the Bid Proposal as submitted complies with all terms and 
conditions as set forth in this Request for Proposal, unless specifically enumerated as an 
exception as part of this Bid Proposal Form. 
 
 
I hereby certify that I am authorized to sign as a Representative for the Firm: 
 
 
 
__________________________________________________________________________ 
(Authorized Signature)       (Title) 
 
 
  



 
   

Rochester Community Schools 

BID PROPOSAL FORM (Cont.) 
 

Voluntary Alternates: List any voluntary alternates or clarifications to your proposal. 
 

1. 

2. 

3. 

4. 

5. 

 
Subcontractors: List any subcontractors you will utilize on this project. 
 

Name Address Specialty 

1. 
 
 
 
 

 

2. 
 
 
 
 

 

3. 
 
 
 
 

 

4. 
 
 
 
 

 

5. 
 
 
 
 

 

  



 
   

Rochester Community Schools 

BID PROPOSAL SUPPLEMENTAL A  

UNIT PRICING 
 

PROJECT: Landscaping Improvements 
 
 
 
BIDDER NAME:__________________________________________________________ 

 
 

Provide a breakdown of unit pricing below: 
 
 
Reuther Middle School 

 
QTY 
Lump Sum 

Item Description 
Remove shrubs, groundcovers, lawn, soil and mulch 

Unit Cost Total Cost 
$    

 cy Plant Mix $    $    
 cy Top Soil $    $    
 cy Shredded bark mulch $    $    
 sy Sodded lawn $    $    
18 ea Autumn Blaze Red Maples, 2.5” cal. $    $    
1 ea Aristocrat Callery Pear, 2.5” cal. $    $    
13 ea Snowdrift Crabapple, 2” cal. $    $    
1 ea Shadblow Serviceberry, 8’ height $    $    
8 ea Norway Spruce, 10’ ht. $    $    
53 ea Miss Kim Korean Lilac 36” ht. $    $    
20 ea Anthony Waterer Spirea, 24” ht. $    $    
202 ea Autmn Moor Grass, 3 gal. $    $    
89 ea Dwarf Hameln Fountain Grass, 3 gal. $    $    
32 ea Karl Foerster Reed Grass, 3 gal. $    $    
70 ea Elijah Blue Grass, 1 gal. $    $    
50 ea Blue Angel Hosta, 1 gal. $    $    
125 ea Variegated Lilyturf, 1 gal. $    $    
Lump Sum Powerwash Pavers  $    

lf Steel edging $    $    
Lump Sum Miscellaneous (please describe)  $    
   

BID 
 
$    

 
 
  



 
   

Rochester Community Schools 

BID PROPOSAL SUPPLEMENTAL A  

UNIT PRICING 
 

PROJECT: Landscaping Improvements 
 
 
 
BIDDER NAME:__________________________________________________________ 
 
 

Provide a breakdown of unit pricing below: 
 
 
Van Hoosen Middle School 
 

QTY 
Lump Sum 

Item Description 
Remove shrubs, groundcovers, lawn, soil and mulch 

Unit Cost Total Cost 
$    

 cy Plant Mix $    $    
 cy Top Soil $    $    
 cy Shredded bark mulch $    $    
 sy Sodded lawn $    $    
12 ea Green Mountain Sugar Maple, 2.5” cal. $    $    
8 ea Norway Spruce, 10’ ht. $    $    
40 ea Miss Kim Korean Lilac, 36” ht. $    $    
107 ea Anthony Waterer Spirea, 24” ht. $    $    
258 ea Autumn Moor Grass, 3 gal. $    $    
67 ea Tara Dwarf Prairie Dropseed, 3 gal. $    $    
85 ea Walker’s Low Catmint, 1 gal. $    $    
175 ea Variegated Lilyturf, 1 gal. $    $    
2 ea Relocated Bench with Concrete Footings $    $    
1  New Bench with Concrete Footings $    $    
 lf Steel edging $    $    
Lump Sum Miscellaneous (please describe)  $    
   

BID 
 
$    

 
 
 
 
 
 
 

 
 
 
  



 

FAMILIAL DISCLOSURE AFFIDAVIT OF BIDDER 

The undersigned, the owner or authorized officer of ________________________ (the “Bidder”), 
pursuant to the familial disclosure requirement provided in the Rochester Community Schools’ (the “School 
District”) advertisement for construction bids, hereby represent and warrant, except as provided below, that no 
familial relationships exist between the owner(s) or any employee of _________________________________ 
and any member of the Board of Education of the School District or the Superintendent of the School District. 

List any Familial Relationships: 

 

 

 

 

BIDDER: 

 
___________________________________ 
 
 
 
By:   
 
 
Its:   

 

STATE OF MICHIGAN ) 
    ) ss. 
COUNTY OF ____________ ) 
 
This instrument was acknowledged before me on the _____ day of ____________, 2011, by 

___________________________________. 

 
 
 
_______________________________________ 

                                                  , Notary Public 

______________ County, Michigan 

My Commission Expires: ___________  

Acting in the County of: ___________ 

 
 
 
 
 
 



 

CERTIFICATION OF COMPLIANCE – IRAN ECONOMIC SANCTIONS ACT 
Michigan Public Act No. 517 of 2012 

 
The undersigned, the owner, or authorized officer of the below-named company (the “Company”), pursuant to 
the compliance certification requirement provided in the Rochester Community Schools’ Request For Proposal 
(the “RFP”), hereby certifies, represents, and warrants that the Company (which includes its officers, directors 
and employees) is not an “Iran Linked Business” within the meaning of the Iran Economic Sanctions Act, 
Michigan Public Act No. 517 of 2012 (the “Act”), and that in the event the Company is awarded a contract by 
Rochester Community Schools as a result of the aforementioned RFP, the Company is not and will not become 
an “Iran Linked Business” at any time during the course of performing any services under the contract.   
The Company further acknowledges that any person who is found to have submitted a false certification is 
responsible for a civil penalty of not more than $250,000.00 or two (2) times the amount of the contract or 
proposed contract for which the false certification was made, whichever is greater, the cost of the Rochester 
Community Schools’ investigation, and reasonable attorney fees, in addition to the fine.  Moreover, any person 
who submitted a false certification shall be ineligible to bid on a request for proposal for three (3) years from the 
date the it is determined that the person has submitted the false certification. 
  

 
 

_________________________________________ 
Name of Company 

 
_________________________________________ 
Name and Title of Authorized Representative 

 
 
_________________________________________ 
Signature
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ROCHESTER COMMUNITY SCHOOLS

ROCHESTER, MICHIGAN

2020 LANDSCAPE IMPROVEMENTS

SPECIFICATIONS
June 12, 2020

Grissim Metz Andriese Associates, Inc.
Landscape Architecture
311 East Cady Street

Northville, Michigan 48167
P:  (248) 347-7010

www.gma-la.com

GMA No. R19-201

http://www.gma-la.com/
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Drawings _________________________  Dated __________________

PROCUREMENT AND CONTRACTING REQUIREMENTS GROUP

DIVISION 00 – PROCUREMENT AND CONTRACTING REQUIREMENTS
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002113 Instructions to Bidders
004200 Proposal Form

AIA Document A201-2007 – General Conditions of Contract for Construction
007300 Supplemental General Conditions

SPECIFICATIONS GROUP

FACILITY CONSTRUCTION SUBGROUP

DIVISION 02 – SITEWORK

023000 Subsurface Investigation
024113 Site Demolition

SITE AND INFRASTRUCTURE SUBGROUP

DIVISION 31 - EARTHWORK

311000 Clearing

DIVISION 32 - EXTERIOR IMPROVEMENTS

320536 Landscape Maintenance and Warranty Standards
329119 Topsoil
329219 Seeding
329223 Sodding
329300 Plants



INFORMATION SHEET

INFORMATION SHEET

OWNER: Rochester Community Schools

SITE LOCATION: Reuther Middle School Van Hoosen Middle School
1430 E. Auburn Road 1339 Adams Road
Rochester Hills, Michigan 48307 Rochester Hills, Michigan 48306

SCOPE OF WORK: Existing landscape removal, precast concrete paving, planting and lawn 
restoration

WORK BY OTHERS: None

SCHEDULE: Commence:
Completed by:

BID DUE DATE:

DELIVER BID VIA EMAIL TO:



ROCHESTER COMMUNITY SCHOOLS R19-201
2020 LANDSCAPE IMPROVEMENTS JUNE 12, 2020

 Grissim Metz Andriese Associates, P.C.

                                   INSTRUCTIONS TO BIDDERS                                   002113 - 1

SECTION 002113 - INSTRUCTIONS TO BIDDERS

PART 1 - GENERAL

1.1 PROPOSAL:

A. Owner will receive Bids on “Proposal Form” provided (ALL blanks must be completed), delivered 
in conformity with "Information Sheet".  Please type, if possible.  Submit copy of bid to Grissim 
Metz Andriese.  Copy may be emailed.

B. Bid shall be based upon requirements of Drawing(s) and Specifications.

C. Proposal for original Contract work and for all future work thereunder to include all present 
applicable taxes, premiums, assessments, other like payments, fees or obtaining permits and 
licenses, and to be in full for all direct and indirect charges and expenses for proposed work.

D. Erasures or changes in Bid must be initialed by Bidder.

E. Bid must be in sealed envelope with Bidder's firm name appearing thereon, and clearly labeled 
per "Information Sheet", Envelope.

F. No Bid may be withdrawn for a period of forty-five (45) days after opening thereof.

G. Owner reserves right to reject any or all proposals submitted for any reason and to waive any 
irregularities contained therein.

H. Owner reserves right to increase or decrease Contract work on basis of Unit Prices submitted by 
successful Bidder.

I. Contract based upon completion of work according to Contract Documents as defined in "General 
Conditions", all in time and manner as therein set forth.

1.2 EXPLANATION BY ADDENDUM:

A. No oral interpretation shall be made to the Bidder as to meaning of the Drawing(s), Specifications, 
or other Contract Documents.  Every request for interpretation to be made in writing to the 
Landscape Architect five (5) days prior to Bid Due Date.  Every interpretation made to the Bidder 
shall be in the form of an Addendum.  All such Addenda become part of Contract Documents.

1.3 MISCELLANEOUS:

A. Quantities have been carefully estimated, but it is the responsibility of the Bidding Contractor to 
verify all quantities and report discrepancy prior to Bid Due Date.

B. Term "Owner" also refers to any entity designated by the Owner, whether as Manager, General 
Contractor, Owner’s Representative, Construction Manager, etc.

END OF SECTION 002113



 Grissim Metz Andriese Associates, P.C.

            PROPOSAL FORM        004200 - 1

SECTION 004200 - PROPOSAL FORM                                                                    

____________________________________________________________________________________
Name of Bidding Contractor

hereinafter referred to as Contractor, declares familiarity with location of proposed work and conditions 
under which it must be performed, that Drawing(s) and Documents under "Bid Package Table of Contents" 
have been carefully examined, are understood and accepted as adequate for the purpose, and agrees to 
Contract with Rochester Community Schools, hereinafter referred to as Owner, to perform everything 
required to be performed and to furnish all labor, materials, tools, equipment, utility, transportation services 
and supervision necessary to perform and complete, in a satisfactory manner, all work required in 
conjunction with above named project, and to accept as full payment thereof, subject to additions and/or 
deletions required by Contract, the sum of Dollars.  

TOTAL BASE BID $_________________________.

---------------------------------------------------------------------------------------------------------------------------------
ANALYSIS OF BID:

Unit Costs submitted for Contract additions/deletions, inclusive of any maintenance and guarantee period 
not separately listed.  The total of all schools must equal Base Bid above.  Contractor responsible to verify 
estimated quantity material.  All work to be installed complete, as detailed on Drawing(s), within quote Base 
Bid.
               

Reuther Middle School

QTY Item Description Unit Cost Total Cost

Lump Sum Remove shrubs, groundcovers, lawn, soil and mulch $ ________

cy Plant Mix $ ________ $ ________

cy Top Soil $ ________ $ ________

cy Shredded bark mulch $ ________ $ ________

sy Sodded lawn $ ________ $ ________

18 ea Autumn Blaze Red Maples, 2.5” cal. $ ________ $ ________

1 ea Aristocrat Callery Pear, 2.5” cal. $ ________ $ ________

13 ea Snowdrift Crabapple, 2” cal. $ ________ $ ________

1 ea Shadblow Serviceberry, 8’ height $ ________ $ ________

8 ea Norway Spruce, 10’ ht. $ ________ $ ________

53 ea Miss Kim Korean Lilac 36” ht. $ ________ $ ________

20 ea Anthony Waterer Spirea, 24” ht. $ ________ $ ________

202 ea Autmn Moor Grass, 3 gal. $ ________ $ ________

89 ea Dwarf Hameln Fountain Grass, 3 gal. $ ________ $ ________

32 ea Karl Foerster Reed Grass, 3 gal. $ ________ $ ________

70 ea Elijah Blue Grass, 1 gal. $ ________ $ ________

50 ea Blue Angel Hosta, 1 gal. $ ________ $ ________

125 ea Variegated Lilyturf, 1 gal. $ ________ $ ________

Lump Sum
ea

Powerwash Pavers $ ________

lf Steel edging $ ________ $ ________

Lump Sum Miscellaneous (please describe) $ ________

BID $ ________



 Grissim Metz Andriese Associates, P.C.

            PROPOSAL FORM        004200 - 2

Van Hoosen Middle School

QTY Item Description Unit Cost Total Cost

Lump Sum Remove shrubs, groundcovers, lawn, soil and mulch $ ________

cy Plant Mix $ ________ $ ________

cy Top Soil $ ________ $ ________

cy Shredded bark mulch $ ________ $ ________

sy Sodded lawn $ ________ $ ________

12 ea Green Mountain Sugar Maple, 2.5” cal. $ ________ $ ________

8 ea Norway Spruce, 10’ ht. $ ________ $ ________

40 ea Miss Kim Korean Lilac, 36” ht. $ ________ $ ________

107 ea Anthony Waterer Spirea, 24” ht. $ ________ $ ________

258 ea Autumn Moor Grass, 3 gal. $ ________ $ ________

67 ea Tara Dwarf Prairie Dropseed, 3 gal. $ ________ $ ________

85 ea Walker’s Low Catmint, 1 gal. $ ________ $ ________

175 ea Variegated Lilyturf, 1 gal. $ ________ $ ________

2 ea Relocated Bench with Concrete Footings $ ________ $ ________

1 New Bench with Concrete Footings $ ________ $ ________

lf Steel edging $ ________ $ ________

Lump Sum Miscellaneous (please describe) $ ________

BID $ 

   

Contractor acknowledges following addenda covering revisions to Drawing(s) or Specifications;
Cost of such revisions has been included in quoted base bid.

Addendum No. ____ Dated ____________________

Addendum No. ____ Dated ____________________

Addendum No. ____ Dated ____________________

Our Subcontractors will be:

Name Address Specialty



 Grissim Metz Andriese Associates, P.C.

            PROPOSAL FORM        004200 - 3

Bidding Contractor:

Complete Address:

County: Telephone:

By: Title:

Dated this _______ day of ____________________ (INSERT YEAR)

Circle One:  Corporation  /  Partnership  /  Individual
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SECTION 007300 - SUPPLEMENTAL GENERAL CONDITIONS

ARTICLE 1

OWNER

1.1 BASIC DEFINITIONS:

1.1.8 The word "Landscape Architect" is to be substituted for the word "Architect".  This substitution is to 
be made throughout the entire General Conditions Section.

ARTICLE 3

CONTRACTOR

3.2 REVIEW OF CONTRACT DOCUMENTS AND FIELD CONDITIONS BY CONTRACTOR:

3.2.4 Before submitting Proposal, Bidder to personally make soil/subsoil condition determination for 
proposed work.  Bidder to have determined, to their own satisfaction, conditions to be encountered 
in construction of work.  Work to be completed in whatever manner and under whatever conditions 
may be encountered or created, without extra cost to Owner.

3.2.5 Existence and location of underground utilities indicated on Drawing(s) are not guaranteed and 
shall be investigated and verified in field by Contractor before starting work.  Excavation in vicinity 
of existing structures and utilities shall be carefully done by hand.  Contractor shall be held 
responsible for any damage to, and for maintenance and protection of, existing utilities and 
structures.

3.2.6 Where excavation occurs over or around drainage lines, or where new lines are to be fed into 
existing lines or structures, Contractor shall verify invert of existing lines as shown on Drawing(s) 
before proceeding with construction.  All existing surface structures such as manholes, vaults, 
valves, fire hydrants, etc., are to be raised or lowered to proposed finished grades, as shown on 
Drawing(s) or as directed in field by Landscape Architect.  Where structures are encountered which 
are not shown on survey, these structures are to be adjusted to grade in same manner as if they 
had been shown.

3.2.7 In no case will any manhole, valve box, fault, or any other structure be covered without adjusting 
to new grade, unless so specifically directed by Landscape Architect.

3.2.8 When doubt occurs as to existence of any utility line or structure, Contractor shall confer 
immediately with Landscape Architect.

3.2.9 Contractor will be allowed to tie proposed work into existing utility lines only as shown on 
Drawing(s).  Where connection is not shown, or where a variance in existing conditions is found, 
Contractor shall notify Landscape Architect at once.  Brace any line that crosses an open trench 
which may be damaged by backfill.

3.2.10 Execution of all sewer, water or utility work to be carried out under inspection of Department of 
Buildings and Safety Engineering.

3.2.11 Contractor will, in all cases, effectively protect existing trees and other plant material not designated 
for removal by means of barricades or as directed by Landscape Architect.  If any such trees are 
damaged by Contractor, Contractor will be held liable in proportion to extent of damage.
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3.5 WARRANTY:

3.5.2 Contractor guarantees all work free of defects in materials or workmanship.  When any such defects 
are brought to attention of Contractor, in writing within one (1) year after acceptance, Contractor 
will, at their own expense make necessary repairs/replacements of defective work in question.

ARTICLE 8

TIME

8.1 DEFINITIONS:

8.1.3 Delete this paragraph and substitute the following:

"The Date of Substantial Completion of the Work is the date as certified by the Landscape Architect 
when the construction is sufficiently complete, in accordance with the plans and specifications, as 
modified by any completed change orders agreed to by the parties to allow the Owner to occupy 
or so subsequent work by other contractors can proceed without interference, to completion.  The 
warranty period shall commence no sooner than the Date of Substantial Completion."

8.3 DELAYS AND EXTENSIONS OF TIME:

8.3.2 Add to the end of the paragraph:

"An extension of time shall not entitle the Contractor extra compensation from the Owner."

ARTICLE 9

PAYMENTS AND COMPLETION

9.5 DECISIONS TO WITHHOLD CERTIFICATION:

9.5.3 Owner shall have right, by its employees or by third party representative, to audit Contractor payroll, 
purchasing and all other pertinent records with respect to all work performed on a Cost Plus 
Percentage basis, and to make copies thereof.

9.6 PROGRESS PAYMENTS:

9.6.7 Progress payments made on monthly billings, based on contract amount, certified by Landscape 
Architect, up to 90 percent of value of work completed.  Materials not paid for until installed.

9.10 FINAL COMPLETION AND FINAL PAYMENT:

9.10.1 Final payment, including portions previously withheld, will be made when work is completed, except 
for estimated cost of replacements or repair.  Ten (10) percent of plant material cost shall be 
withheld until expiration of guarantee and maintenance period.

ARTICLE 10
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PROTECTION OF PERSONS AND PROPERTY

10.2 SAFETY OF PERSONS AND PROPERTY:

10.2.8 Contractor shall provide adequate lighting for excavated trenches and in all places where existing 
conditions have been disturbed in such manner so as to disrupt normal flow of pedestrian traffic 
and shall erect barricades and/or warning signs where deemed advisable for public safety.

10.2.9 Contractor shall provide temporary foot bridges over trenches and excavation where necessary.

ARTICLE 11

INSURANCE AND BONDS

11.1 CONTRACTOR'S LIABILITY INSURANCE:

11.1.4 Contractors' Liability Insurance, as required by the General Conditions of these specifications, shall 
be written for not less than the following limits of liability:  

Public-Liability:
Bodily Injury including death each occurrence $1,000,000
Aggregate $1,000,000

Property-Damage: 
Each Occurrence $500,000
Aggregate 500,000

Vehicular-Liability:
Bodily Injury Each Occurrence $100,000
Aggregate 300,000

Property-Damage:
Each Occurrence $300,000

Workers Compensation:  As required by the State of Michigan

Special-Hazard:    For any class of employees engaged in hazardous work under the contract and 
not protected under the Workmen's Compensation Statute of nature and in limits as approved by 
the Owner.

Certificates-of-Insurance
Cancellation clause on above Certificates of Insurance to be modified to read when submitted, as 
follows:  Should any of the above-described policies be canceled before the expiration date thereof, 
the issuing company shall mail fifteen (15) days written notice to the below-named certificate holder, 
without fail.

ARTICLE 15

MEASUREMENTS
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15.1 MONUMENTS:

15.1.1 The Contractor shall carefully protect monuments, stakes, and benchmarks.  If destroyed or 
disturbed by the Contractor or his employees, the cost to the Owner of replacing them shall be 
charged against the Contractor and shall be deducted from the payments for the work.

15.2 MEASUREMENTS:

15.2.1 The Contractor shall obtain his own field measurements and establish lines, grades, levels and 
measurements shown on the drawings and reconcile all measurements and conditions shown on 
the drawings with existing conditions at the site, from the site survey provided by the Owner, and 
from the established benchmarks and control points.

15.2.2 Before performing any work or ordering any materials, the Contractor shall verify all dimensions of 
any existing and new work and shall be responsible for their accuracy.  Any differences found shall 
be submitted to the Landscape Architect before proceeding with the work.  No extra compensation 
will be permitted because of differences between actual dimensions and measurements indicated 
on the project drawings.

15.2.3 Contractor is responsible for staking out work as to grades and alignment, employing a competent 
surveyor for this purpose, and for maintaining such stakes in good condition.

ARTICLE 16

COOPERATION AND DISPUTES

16.1 COOPERATION:

16.1.1 Inasmuch as the completion of the project within the prescribed time is dependent very largely upon 
the close and active cooperation of all those engaged therein, it is, therefore, expressly understood 
and agreed that each Contractor shall lay cut and install his work at such time or times and in such 
manner as not to delay or interfere with the carrying forward of the work of other Contractors.

16.1.2 In the event of any dispute arising as to possible or alleged interference between the various 
contractors, which may retard the progress of the work, the same shall be adjusted by the 
Construction Manager or Owner, whose decision as to the party or parties at fault, and as to the 
manner in which the matter may be adjusted, shall be binding and conclusive on all parties.  
Decision must be validated by the Landscape Architect.

END OF SECTION 007300
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SECTION 023000 - SUBSURFACE INVESTIGATION

PART 1 - GENERAL

1.1 RELATED DOCUMENTS:

A. Attention is directed to Bidding and Contract Requirements, General and Supplementary 
Requirements, which are hereby made a part of this Section.

1.2 WORK INCLUDED:

A. Provide all labor, materials, necessary equipment and services to complete the subsurface 
investigation, as indicated on the drawings, as specified herein or both, except as for items 
specifically indicated as "NIC ITEMS".

B. The subsurface investigation for conditions of the project site is the sole responsibility of the 
Contractor.  In preparing the proposal, the Contractor shall make all subsurface or surface 
investigations necessary to provide proper background and knowledge to determine the nature 
and extent of work required.

C. All known surface and subsurface data shown on the documents is based on information 
provided on architectural plans and from on-site measurements.  Owner or Owner’s 
Representative makes no warranties or guarantees, as to the accuracy or completeness of the 
survey, nor concerning the nature of materials to be encountered on the site.

PART 2 - PRODUCTS  – Not Applicable

PART 3 - EXECUTION – Not Applicable

END OF SECTION 023000
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SECTION 024113 - SITE DEMOLITION   

PART 1 - GENERAL

1.1 RELATED DOCUMENTS:

A. Attention is directed to Bidding and Contract Requirements, and to Supplemental General 
Conditions, hereby made a part of this Section.

1.2 WORK INCLUDED:

A. Provide all labor, materials, necessary equipment and services to complete the site demolition, 
as indicated on the drawings, as specified herein or both, except as for items specifically 
indicated as "NIC ITEMS."

B. Extent of site demolition is shown on drawings and includes, but is not limited to:

1. Protection of existing trees and plants.
2. Removal of trees and other vegetation.
3. Clearing and grubbing.
4. Topsoil stripping.
5. Removing above-grade improvements.
6. Removing below-grade improvements.

1.3 SUBMITTALS:

A. Permits and notices authorizing building demolition.

B. Certificates of severance of utility services.

C. Permit of transport and disposal of debris.

D. Demolition procedures and operational sequences for review and acceptance by Landscape 
Architect.

1.4 QUALITY ASSURANCE:

A. Contractor Qualifications:  Minimum of five (5) years experience in demolition of comparable 
nature.

B. Requirements of All Applicable Regulatory Agencies:

1. All applicable Building Codes and other public Agencies having jurisdiction upon the work.



ROCHESTER COMMUNITY SCHOOLS R19-201
2020 LANDSCAPE IMPROVEMENTS JUNE 12, 2020

 Grissim Metz Andriese Associates, P.C.

SITE DEMOLITION 024113 - 2

1.5 JOB CONDITIONS:

A. General:

1. It shall be the contractor’s responsibility to verify all existing survey information including 
utility systems before any demolition or construction work occurs.  Any discrepancies with 
the survey information shall be reported to the Landscape Architect and Owner’s 
Representative immediately.

2. Contractor shall be responsible for making himself familiar with all underground utilities, 
pipes and structures.  Contractor shall take sole responsibility for cost incurred due to 
damage and replacement of said utilities.

3. Contractor shall contact and coordinate with all applicable utility companies 72 hours in 
advance of any work.

4. Existing trees to be removed within the limits of work shall be clearly identified with brightly 
colored ribbon.

5. All existing conditions designated to remain within the new construction area shall be 
properly and adequately protected from damage during demolition operations and 
throughout construction.  Erect barriers, fences, guard rails, enclosures and shoring to 
protect personnel, structures and utilities remaining intact. It shall be the responsibility of 
the contractor to restore to the original condition any of these existing items that are 
damaged or disturbed in any way.

6. Streets, sidewalks and adjacent property shall be protected throughout the work as 
required by local codes and regulations and approved by the owner.

7. Contractor shall limit all work and disturbance to within designated project areas.  It shall 
be the responsibility of the contractor to restore to the original condition any damage or 
disturbance outside these limits.

8. All material specified to be removed shall be disposed of off-site per local codes and 
regulations.

9. Materials to be reused or salvaged shall be stored in an area designated by the owner’s 
representative for that purpose. All salvaged materials shall remain the property of the 
owner.

B. Maintain Traffic:

1. Ensure minimum interference with roads, streets, driveways, sidewalks and adjacent 
facilities.

2. Do not close or obstruct streets and sidewalks unless approved by the Owner.
3. If required by governing authorities, provide alternate routes around closed or obstructed 

traffic ways.

C. Dust Control:

1. Use all means necessary for preventing dust from demolition operations from being a 
nuisance to adjacent property owners.  Methods used for dust control are subject to 
approval by the Landscape Architect prior to use and must comply with local ordinances 
and municipal requirements.

D. Burning:

1. On-site burning will not be permitted.
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PART 2 - PRODUCTS - Not Applicable

PART 3 - EXECUTION

3.1 INSPECTION:

A. Verify that all items to be demolished are discontinued in use and ready for removal.

B. Do not commence work until all conditions and requirements of all applicable public agencies 
are complied with.

3.2 PREPARATION:

A. Notification:  Notify the Owner’s Representative at least three (3) full working days prior to 
commencing the work of this Section.

3.3 CLARIFICATION:

A. The drawings do not purport to show all objects existing on the site.

B. Before commencing the work of the section, verify with the Owner’s Representative all objects 
to be removed and all objects to be preserved.

3.4 SCHEDULING:

A. Schedule all work in a careful manner with all necessary consideration for the public and the 
Owner.

B. Avoid interference with the use of, and passage to and from adjacent facilities.

3.5 EXECUTION:

A. Protection of Existing Trees and Vegetation:  Take special care to protect all plantings at the 
construction site as required by the construction documents or the Owner's Representative.  
Protect existing trees and other vegetation indicated to remain in place, against cutting, 
breaking or skinning of roots, skinning and bruising of bark, smothering of trees by stockpiling 
construction materials or excavated materials within drip line, excess foot or vehicular traffic, 
or parking of vehicles within drip line.  Provide temporary guards to protect trees and vegetation 
to be left standing.

1. Temporary Fencing:  4'-0" height snow fencing with steel posts at 8'-0" O.C.  Erect fence 
at drip line.

2. No material storage shall be permitted inside the protected area around the plant 
material.  No deleterious materials of any sort such as paints, oils, chemicals, tars, 
plaster, or any other solids or liquids shall be wasted on the ground within or outside the 
protected area which would be harmful to the plants.

3. Excavation will not be allowed within the limit of the tree’s crown drip line without prior 
approval of the Owner's Representative as to the manner and permissible encroachment.  
Hand excavation may be required as an acceptable manner.

4. Nails or bolting, etc., of objects to trees is prohibited.  Trees are not to be used as 
temporary support nor can they be used to string telephone, power lines or for guy wires.

5. Should a construction road be needed near a protected tree, a 2" sand cushion and 6" 
temporary concrete paving or pierced metal matting of sufficient gauge to withstand 
heavy equipment must be placed over the root system to prevent damage and 
compaction; the concrete slab or metal matting shall be removed prior to site work.
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6. Provide protection for roots over 1-1/2" diameter cut during construction operations.  Coat 
cut faces with an emulsified asphalt formulated for use on damaged plant tissues.  
Temporarily cover exposed roots with wet burlap to prevent roots from drying out; cover 
with earth as soon as possible.

7. Water trees and other vegetation to remain within limits of the contract work, as required 
to maintain their health during course of construction operations.

8. Repair or replace trees and vegetation indicated to remain which are damaged by 
construction operations, in a manner acceptable to Owner.  Employ licensed arborist to 
repair damages to trees and shrubs.

B. Protection of Utilities: Preserve in operating condition all activities adjacent to or traversing the 
site and designated to remain. 

C. Salvageable Improvements:  Carefully remove items indicated to be salvaged and deliver to 
Owner’s Representative to locations specified by the Owner’s Representative.

D. Refer to layout plan for new pavement locations and dimensions, relative to existing pavement 
and turf removals.

E. Concrete pavement removals shall take place at the nearest joint to illustrated removal areas.

F. Full depth sawcuts shall be typical for all pavement removals.  Pavement and base material 
shall be removed full depth.

G. Demolition of site structures: Demolish all site structure items designated to be removed or 
which are required to be removed to perform the work. 

H. Removal of obstructions: Remove existing above-grade and below-grade obstructions 
necessary to permit construction, and other work as indicated.

1. Abandonment or removal of certain underground pipe or conduits may be shown on 
drawings, and is included under work of this section. Removal of abandoned underground 
piping or conduit interfering with construction is included under this section.

2. Before starting site operations, disconnect or arrange for the disconnection of all utility 
services designated to be removed, performing all such work in accordance with the 
requirements of the utility company or agency involved.

3. Preserve in operating condition all active utilities adjacent to or traversing the site and/or     
designated to remain.

4. Pull out any existing utility lines designated for abandonment, irrigation, electrical lines,   
pull boxes and splice boxes, man holes and catch basins to be removed and all other 
objects designated to be removed or interfering with the work.  Contact the utility 
company or agency involved for their requirements for performing this work.  All removed 
equipment and materials shall be legally disposed of off site the same day as removed.

5. Remove all refuse, asphalt pavement, concrete pavement, glass, metal, stone, plaster, 
lumber, paper materials, and any and all trash found in clearing and adjacent areas.

6. Furnish all services, labor, transportation, materials, and equipment necessary for the 
performance of these operations.

I. Fill depressions caused by clearing and grubbing operations with satisfactory soil material, 
unless further excavation or earthwork is indicated.

1. Place fill material in horizontal layers not exceeding 6" loose depth, and thoroughly    
compact to a density equal to adjacent original ground.
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J. Grubbing shall include all weeds, shrubs, stumps and root systems of removed plant material, 
irrigation piping and any other irrigation materials within the limits of demolition.  Grubbing shall 
be to the depths below proposed improvements indicated below:

1. Concrete Paving and Walkways – Total depth of paving and sub-base.
2. Asphalt Paving – Total depth of paving and sub-base.
3. Lawn and other Planting Areas – Remove depth required for removal of stumps and roots 

over 2” in diameter, up to 12” deep.

K. Strip topsoil to whatever depths encountered in a manner to prevent intermingling with 
underlying subsoil or other objectionable material.

1.  Remove heavy growths of grass from areas before stripping.
2. Where trees are indicated to be left standing, stop topsoil stripping at the outer extent of 

the drip line to prevent damage to main root system. 

L. Stockpile topsoil in storage piles where directed.  Construct storage piles to feely drain surface 
water.  Cover storage piles, if required, to prevent wind-blown dust. 

M. All disturbed lawn areas shall be restored with 4” topsoil unless otherwise specified.  Blend 
grades uniformly to meet.   

N. Removal from Owner's Property:  Remove waste materials and unsuitable topsoil from 
Owner's property and dispose of off site in legal manner.

3.6 DAMAGE  

A. Damage to Plantings:  Damaged trees and shrubs shall be repaired or replaced as directed by 
the Landscape Architect.  Repair work shall be executed as soon as possible by a competent 
landscape contractor or arborist and approved by the Landscape Architect or Owner’s 
Representative.  All costs related to such damage, including soft costs of the Landscape 
Architect or Owner’s Representative shall be at the expense of the responsible Prime 
Contractor.

1. The Landscape Architect shall evaluate such damage and shall set proportional 
amounts up to 100% of calculated value, regardless of the disposition of the particular 
specimen.

2. Schedule of Value of Specimen Trees on Site:

a. Trees 1"-3" caliper diameter (12" above grade) at $170 per inch.
b. Trees 3"-6" caliper at $180 per inch.
c. Trees 6"-9" caliper at $240 per inch.
d. Trees 9"-12" caliper at $300 per inch.
e. Trees 12"-15" caliper at $420 per inch.
f.  Trees 15" or more caliper at $600 per inch.

3.   Where partial damage occurs, Owner may choose to make repairs and retain the  
specimen.  The Landscape Architect will evaluate such damage, and will set 
proportional amounts, up to 100% of the calculated replacement value regardless of 
the disposition of the particular specimen.
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B. Damage to Existing Conditions:  The Contractor shall be responsible for any damage to existing 
facilities including but not limited to the following:

a. Buildings
b. Plant material
c. Paved surfaces
d. Utilities

END OF SECTION 024113
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SECTION 311000 - CLEARING

PART 1 - GENERAL

1.1 RELATED DOCUMENTS:

A. Attention is directed to Bidding and Contract Requirements, General and Supplementary 
Requirements, which are hereby made a part of this Section.

1.2 SUMMARY:

A. Provide all labor, materials, necessary equipment and services to complete the Clearing work, 
as indicated on the drawings, as specified herein or both, except as for items specifically 
indicated as "NIC ITEMS".

B. Under this section, the Contractor shall do all clearing, grubbing, root-raking, and necessary 
clean-up operations in connection with the construction of the new construction and related 
sitework.

C. The work shall consist of the removal and disposal of trees, stumps, roots, limbs, brush etc.   
from all project areas as designated on the drawings, as specified herein.

D. Remove all refuse, asphalt pavement, concrete pavement, glass, metal, stone, plaster, lumber, 
paper materials, and any and all trash found in clearing and adjacent areas.

E. Furnish all services, labor, transportation, materials, and equipment necessary for the 
performance of these operations.

F. Prior to clearing operation, Contractor shall review and outline limits of clearing and limits of 
work with Architect.  Following Architect's and Owner’s approval, Contractor shall install 
specified silt fencing and tree protection.  Tree protection fencing and silt fencing shall be 
maintained by Contractor until final acceptance by Owner.

END OF SECTION 311000
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SECTION 320536 - LANDSCAPE MAINTENANCE AND WARRANTY STANDARDS

PART 1 - GENERAL

1.1 RELATED DOCUMENTS:

A. Attention is directed to Bidding and Contract Requirements, and to General and Supplemental 
Conditions, hereby made a part of this Section.

1.2 DESCRIPTION OF WORK:

A. The requirements of this section include a one-year warranty period from date of acceptance of 
installation.

1.3 ACCEPTANCE OF INSTALLATION:

A. At the completion of all landscape installation, or pre-approved portions thereof, the Landscape 
Contractor shall request in writing an inspection for acceptance of installation in which the 
Landscape Contractor, Landscape Architect and Owner's Representative shall be present.  
After this inspection a "Punch List" will be issued by the Landscape Architect and/or Owner's 
Representative.  After completion of punch list items, the Landscape Architect, Contractor and 
Owner's Representative shall re-inspect the project and upon satisfactory completion of punch 
list items, issue a written statement of acceptance of installation and establish the beginning of 
the project warranty period. 

B. It is the responsibility of the Landscape Contractor to make the above written request for 
inspection of installation in a timely fashion.  If there is plant material loss prior to the Landscape 
Contractor's written request for inspection of installation, the Landscape Contractor shall make 
all replacements of this dead material at no additional cost.  These replacements are not 
considered to be the required one (1) replacement of dead plant material by the Landscape 
Contractor during the one (1) year project warranty period, as outlined below.

C. Landscape work may be inspected for acceptance in parts agreeable to Owner's 
Representative and Landscape Architect provided work offered for inspection is complete, 
including maintenance as required.

D. For work to be inspected for partial acceptance, supply a written statement requesting 
acceptance of this work completed to date.

1.4 PROJECT WARRANTY:

A. The project warranty period begins upon written acceptance of the project installation by 
Landscape Architect and Owner's Representative.

B. The Landscape Contractor accepts responsibility for the irrigation system operation, watering 
schedule, watering amounts and monitoring system for duration of maintenance and warranty 
period.

C. The Landscape Contractor shall guarantee all plants and lawn areas through construction and 
for a period of one year after date of acceptance of installation against defects including death 
and unsatisfactory growth, except for defects resulting from neglect by Owner, abuse or 
damage by others, or unusual phenomena or incidents which are beyond Landscape 
Contractor's control.
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D. The Landscape Contractor shall warranty plants due to overwatering or under watering by 
automatic irrigation system during maintenance and warranty period.

1.5 MAINTENANCE:

A. To insure guarantee standards, the following maintenance procedures shall be executed during 
construction and for the full project warranty period.

B. Maintenance of Plants:

1. Landscape Contractor shall be responsible for only one (1) replacement of any plant 
materials after project acceptance date, see Section 1.03, that are dead or in the opinion 
of the Landscape Architect are in an unhealthy or unsightly condition, or having lost 
natural shape, resulting from die back, excessive pruning, excessive or deficient watering 
practices, or inadequate or improper maintenance as part of the guarantee.  Prior to any 
replacements Landscape Contractor shall review individual plants in question with 
Landscape Architect and determine the reason for plant demise.

2. Replacements must meet specifications i.e. quality, species of plant material and planting 
procedures to receive approval of replacement materials by Landscape Architect.

3. Costs for replacements are assumed part of bid quotations and therefore will not result in 
an additional cost to Owner or Landscape Architect.

4. Areas damaged as result of replacement operations are to be restored by Contractor at 
no cost to the Owner or Landscape Architect.

5. The Contractor shall be responsible for keeping guy wires taut, raise tree balls which 
settle, furnish and apply sprays as necessary to keep the plantings free of disease and 
insects until the end of the warranty period.  All evergreens shall be watered thoroughly 
and wilt proofed in the fall to insure they do not go into the winter dry.                                  

6. Keep planting beds free of weeds during guarantee period.  See Trees, Plants and 
Ground Covers Section for suggested herbicides.

7. Winter Evergreen Protection (Trees and Shrubs):  Treated burlap (green) and 2' x 2' x 8' 
hardwood stakes @ 4'-0" O.C.  Attach burlap to wood lath with roofing nails.  Contractor 
shall erect, remove and deliver to Owner.   Contractor shall install winter protection the 
first winter, install December 1 and remove April 15.  Install screen height as required.  
Spray evergreens with wiltproof prior to December 1 and again January 1, two coatings 
are required; apply per manufacturer’s recommendations.

8. The Contractor shall be responsible for watering of all plantings throughout construction, 
maintenance and warranty periods.

9. The Contractor will be responsible for irrigation system operation, watering schedules, 
watering amounts and general monitoring of irrigation system throughout construction, 
maintenance and warranty period.  Overwatering or lack of from irrigation system source 
is the responsibility of the Landscape Contractor. 

10. Remove and replace trees, shrubs, or other plants found to be dead or in unhealthy 
condition.  Remove rejected plants and materials promptly.  Make replacements following 
normal planting schedule.  Replace trees and shrubs which are in doubt, unless, in 
opinion of Owner's Representative and Landscape Architect it is advisable to extend 
warranty period for a full-growing season.  Remove all stakes, guy wires, tree wrap 
paper, dead twigs and branches from tree and plant materials at the end of this warranty 
period.

C. Maintenance of Seeded Lawn Areas:

1. The Contractor shall establish a dense lawn of permanent grasses, free from weeds, 
lumps and depressions or any bare spots, none of which is larger than a 6” x 6” area up 
to a maximum of 3% of the total seeded lawn area.  Any part of the seeded lawn that fails 
to show a uniform growth and/or germination shall be reseeded until a dense cover is 
established.
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2. If seeded in fall or if not considered acceptable at that time, continue maintenance the 
following spring until acceptable lawn is established.

3. The Contractor shall provide a minimum of two cuttings of the lawn or more as necessary 
until the inspection and acceptance of installation by the Owner's Representative and 
Landscape Architect.  When the lawn reaches 3“ in height it shall be cut to 2” in height.

4. The Owner assumes cutting responsibilities following the acceptance of installation by 
the Owner's Representative and the Landscape Architect.

5. After acceptance of installation, and for the duration of the project warranty period the 
Landscape Contractor shall continue all other maintenance procedures including 
fertilizing and weeding, and other operations such as rolling, regrading, replanting, and 
applying herbicides, fungicides, insecticides as required to establish a smooth, 
acceptable lawn free of eroded or bare areas.

6. Repair, rework, and re-seed all areas that have washed out, and eroded, or do not 
substantially germinate.

7. Watering:  See Section 1.5, B: Items 7 and 8.
8. At conclusion of project warranty period and after receiving written final acceptance by 

Owner's Representative and Landscape Architect, the Owner shall assume all seeded 
lawn maintenance responsibilities.

D. Maintenance of Sodded Lawn Areas:

1. Maintain sodded lawn areas, including watering, fertilizing, spot weeding, mowing, 
application of herbicides, fungicides, insecticides, and resodding until a full, uniform stand 
of sod is knitted to topsoil.

2. Water sod thoroughly, as required to establish proper rooting.
3. Repair, rework and resod all areas that have washed out or are eroded.  Replace 

undesirable or dead areas with new sod. 
4. Provide a uniform stand of grass by watering, mowing, and maintaining lawn areas until 

acceptance of installation.  Resod areas, with specified materials, which fail to provide a 
uniform stand of grass until all affected areas are accepted by Landscape Architect.

5. Mow lawn areas as soon as lawn top growth reaches a 3" height.  Cut back to 2" height.  
Repeat mowing as required to maintain specified height.  Not more than 40% of grass 
leaf shall be removed at any single mowing.  Minimum of two cuttings.

6. Sodded areas will be acceptable provided all requirements, including maintenance, have 
been complied with, and a healthy, even colored viable lawn is established, free of weed, 
undesirable grass species, disease, and insects.

7. After acceptance of installation, and for the duration of the project warranty period the 
Landscape Contractor shall continue all maintenance procedures including fertilizing, 
weeding, rolling, regrading, resodding and applying herbicides, fungicides, insecticides as 
required to establish a smooth acceptable lawn, free of eroded or bare areas.  The 
Landscape Contractor is not responsible for mowing after acceptance of installation.

8. See Section 1.5 B:  Items 7 and 8.
9. At Conclusion of project warranty period and after receiving written final acceptance by 

Owner's Representative and Landscape Architect, the Owner shall assume all sodded 
lawn maintenance responsibilities.

1.6 FINAL ACCEPTANCE:

A. At the conclusion of the project warranty period the Landscape Contractor shall request a 
project inspection for final acceptance in which the Landscape Contractor, Landscape Architect 
and Owner's Representative shall be present.  After this inspection a "Punch List" will be issued 
by the Landscape Architect.  Upon completion of all punch list items, the Landscape Architect 
and Owner's Representative shall reinspect the project and issue a written statement of final 
acceptance.  Upon final acceptance the Owner assumes all maintenance responsibilities for the 
landscape of the project.
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PART 2 - PRODUCTS  - Not Applicable

PART 3 - EXECUTION - Not Applicable

END OF SECTION 320536
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SECTION 329119 - TOPSOIL

PART 1 - GENERAL

1.1 RELATED DOCUMENTS:

A. Attention is directed to Bidding and Contract Requirements, General and Supplemental 
Requirements, which are hereby made a part of this Section.

1.2 DESCRIPTION OF WORK:

A. Extent of Topsoil Work is shown on drawings and by provisions of this Section.

B. Topsoil for lawn work shall be provided by Contractor from off-site sources free of herbicides.  

1.3 QUALITY ASSURANCE:

A. Testing and Inspection:  For supplied topsoil.  Performed by a qualified independent testing 
laboratory, under the supervision of a Registered Professional Engineer, specializing in soils 
engineering.  Obtain samples of stockpiled topsoil before completely stripping from the interior 
of stockpile.

B. Provide and pay for testing and inspection during topsoil operations.  Laboratory shall be 
acceptable to the Landscape Architect.  

1. Recommended Testing Laboratory:
A & L Great Lakes Laboratories, Inc. 
3505 Conestoga Drive
Fort Wayne, IN  46808
P: (260) 483-4759
F: (260) 483-5274
www.algreatlakes.com

C. Test representative material samples for proposed use.

D. Tests shall include:

1. pH factor
2. Lime requirement
3. Mechanical analysis (P.K. Ca. mg) and cation ratios
4. Percentage of organic content and loss by ignition
5. Soil series classification
6. Clay content
7. Herbicide multi-residue test (MR-1)

E. Provide soil lab recommendations on type and quantity of additives required to establish 
satisfactory pH factor and supply of nutrients to bring nutrients to satisfactory level for planting 
and soil lab recommendations regarding residue test results.

F. Submit test reports.

1.4 PROJECT CONDITIONS:

A. Known underground and surface utility lines are indicated on the civil drawings.
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B. Protect existing trees, plants, lawns and other features designated to remain as part of the 
landscaping work.

C. Promptly repair damage to adjacent facilities caused by topsoil operations.  Cost of repair at 
Contractor's expense.

D. Promptly notify the Landscape Architect of unexpected sub-surface conditions.

PART 2 - PRODUCTS

2.1 MATERIALS:

A. Topsoil:  Supplied topsoil proposed for use must meet testing criteria results specified and 
conform to adjustments as recommended by soil test and Landscape Architect.

B. Provide screened topsoil as required to complete the job.  Topsoil must meet testing criteria 
results specified.  All processing, cleaning and preparation of this topsoil to render it acceptable 
for use is the responsibility of this Contractor.

C. Topsoil shall be screened, fertile, friable and representative of local productive soil, capable of 
sustaining vigorous plant growth and screened free of clay lumps, subsoil, noxious weeds or 
other foreign matter such as stones greater than 1" in diameter in any dimension, roots, sticks 
and other extraneous materials:  not frozen or muddy.  pH of existing or supplied soil to range 
between 5.0 and 7.5.  Adjusted to not more than 7.0 by additives as required by soil test.  
Topsoil shall contain not less than 3% and not greater than 10% organic matter.  Clay content 
as determined by Bouyoucous Hydrometer Test shall range between 5 and 15 percent.  

PART 3 - EXECUTION

3.1 EXAMINATION:

A. Examine rough grades and installation conditions.  Do not start topsoil work until unsatisfactory 
conditions are corrected.

3.2 FINISH GRADING:

A. Perform topsoiling within contract limits, including adjacent transition areas, to new elevations, 
levels, profiles, and contours indicated.  Provide uniform levels and slopes between new 
elevations and existing grades.

B. Grade surfaces to assure areas drain away from building structures and to prevent ponding and 
pockets of surface drainage.

C. Lawn Areas:  Supply and spread topsoil to a minimum uniform depth of 4” or as noted.  Remove 
clumps larger than 1” in diameter.

D. Grade lawn areas to a smooth, free draining even surface with a loose, moderately coarse 
texture ready to accept seed or sod.

E. For trees, shrubs, ground cover beds and backfill for beds see Section 329300 – Plants.

F. Provide earth crowning where indicated on drawings.

G. Crowning/mounding to be free flowing in shape and design, as indicated, and to blend into 
existing grades gradually so that toe of slope is not readily visible.  Landscape Architect to verify 
final contouring before planting.
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H. Regardless of finish grading elevations indicated, it is intended that grading be such that proper 
drainage of surface water will occur and that no low areas are created to allow ponding.  
Contractor to consult with Owner or Landscape Architect regarding minor variations in grade 
elevations before rough grading is completed.

3.3 CLEANING:

A. Upon completion of topsoiling operations, clean areas within contract limits, remove tools and 
equipment.  Site shall be clear, clean, free of debris and suitable for site work operations.

END OF SECTION 329119
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SECTION 329219 - SEEDING

PART 1 - GENERAL

1.1 RELATED DOCUMENTS:

A. Attention is directed to Bidding and Contract Requirements, and to General and Supplemental 
Requirements, which are hereby made a part of this Section.

1.2 DESCRIPTION OF WORK:

A. Extent of seeded lawns is shown on drawings and by provision of this Section.

B. Type of Work Required Includes the Following:

1. Soil preparation
2. Seeding lawns
3. Mulching
4. Hydroseeding lawns (Contractor's option)
5. Straw blanket

1.3 SUBMITTALS:

A. Submit seed vendor's certification for required grass seed mixture, indicating percentage by 
weight and percentages of purity, germination and weed seed for each grass species.

B. Submit straw blanket manufacturer data sheets.

1.4 DELIVERY, STORAGE AND HANDLING:

A. Deliver seed and fertilizer materials in original unopened containers, showing weight, analysis 
and name of manufacturer.  Store in a manner to prevent wetting and deterioration.

1.5 PROJECT CONDITIONS:

A. Work Notification:  Notify Landscape Architect at least 7 working days prior to start of seeding 
operation.

B. Protect existing utilities, paving and other facilities from damage caused by seeding operations.

C. Perform seeding work only after planting and other work affecting ground surface has been 
completed.

D. Provide hose and lawn watering equipment as required.

1.6 WARRANTY:

A. Refer to Section 320536 – Landscape Maintenance and Warranty Standards.

PART 2 - PRODUCTS

2.1 MATERIALS:

A. Topsoil for Seeding Lawn Areas:  Refer to Section 329119 – Topsoil, and to drawings.

B. Seed:  Fresh, clean and new crop seed mixture.  Mixed by approved methods.
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C. Composed of the following varieties, mixed to the specified proportions by weight and tested to 
minimum percentages of purity and germination.

D. Seed Mixture:  Proportioned by weight as indicated below:

Harrells Elite Sunny Mix (Lawns only)
Revenge, Accent II Per. Ryegrass 35% 95% 80%
Aruba creeping red fescue 35% 95% 80%
Bluechip Plus, NuBlue Plus Ky. Bluegrass 30% 95% 80%

Seeding rate of 7 lbs./1,000 sf

No noxious weed seeds permitted.

E. Fertilizer:  Use a 1-2-1 NPK ratio SGN 100-210 starter fertilizer that is non injurious to turf 
seedlings with a sustained release of nitrogen to provide 10-16 weeks of fertility.  Phosphorus 
and potassium amendments shall be industry standards.

F. Ground Limestone:  Used if required by soil test report.  Containing not less than 85% of total 
carbonates and ground to such fineness that 50% will pass through a 100 mesh sieve and 90% 
will pass through a 20% mesh sieve.

G. Granulated sulfur 0-0-0-90 to lower PH.  Use if determined by soil tests to be necessary.  Apply 
per soil test recommendations at specified rate.

H. Straw Mulch:  Used in crimping process only.  Clean oat or wheat straw well seasoned before 
bailing, free from mature seed-bearing stalks or roots of prohibited or noxious weeds.

I. Water:  Free of substance harmful to seed growth.  Hoses or other methods of transportation 
furnished by Contractor.  Test for excess Alkalinity, if necessary.

J. Wood Cellulose Fiber Mulch:  Degradable green dyed wood cellulose fiber or 100% recycled 
long fiber pulp, free from weeds or other foreign matter toxic to seed germination and suitable to 
hydromulching.  Available manufacturer and type:  Conwed Hydromulch, Conwed Corp., St. 
Paul, MN.

K. Paper Mulch:  Degradable paper mulch, free of foreign debris.  Do not use on slopes over 30%.  
Available manufacturer and type: NU Wool Hydro Mulch, Jennison, MI.

L. Tackifier:  Liquid concentrate diluted with water forming a transparent 3-dimensional film like 
crust permeable to water and air and containing agents not toxic to seed germination.  Available 
manufacturer and type:  Finn Hydrostik, Fairfield, OH.

M. Biodegradable Straw Erosion Control Blanket:  100% organic, weed seed free straw fibers, 
single stiched into a photodegradable white netting.  Acceptable manufacturer:  American 
Excelsior – Curlex I or approved substitute.

PART 3 - EXECUTION

3.1 EXAMINATION:

A. Landscape Architect must approve finish surfaces, grades, topsoil quality and depth.  Do not 
start seeding work until unsatisfactory conditions are corrected.
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3.2 PREPARATION OF SEEDED LAWN AREAS:

A. Limit preparation to areas which will be immediately seeded.

B. Treat lawn areas if required with "Round Up" by Monsanto, per label directions to kill existing 
vegetation prior to seeding.

C. Loosen topsoil of lawn areas to minimum depth of 4".  Remove stones over 1" in any dimension 
and sticks, roots, rubbish and extraneous matter.  

D. Grade lawn areas to a smooth, free draining even surface with a loose, moderately coarse 
texture.  Roll and rake, remove ridges and fill depressions as required to drain.

E. Apply amendments as indicated by soil test, with rotary or drop spreader and incorporate in top 
3 inches of soil.  Soil test results must be forwarded to landscape architect.

F. Apply starter fertilizer at a rate to provide sustained fertility to seedlings of .15 - .2 lbs. N per 
1,000 sf per week for 10-16 weeks.  Available manufacturer (Polyon) or approved equal.  
Starter fertilizer may be part of phosphorus and potassium needs as indicated by soil test.

G. Apply fertilizers by mechanical rotary or drop type distributor, thoroughly and evenly 
incorporated with soil to a minimum depth of 1/4" by dragging or other approved method.  
Fertilize areas inaccessible to power equipment with hand tools and incorporate into soil.

H. Restore prepared areas to specified condition if eroded, settled or otherwise disturbed after fine 
grading and prior to seeding.

3.3 INSTALLATION:

A. Seed lawns only between April 1 and June 1 and fall seeding between August 15 and October 
15 or at such other times acceptable to Landscape Architect.

B. Seed immediately after preparation of bed.  Seed indicated areas within contract limits and 
areas adjoining contract limits disturbed as a result of construction operations.

C. Perform seeding operations when the soil is dry and when winds do not exceed 5 miles per 
hour velocity.

D. Apply seed with a rotary or drop type distributor.  Install seed evenly by sowing equal quantities 
in 2 directions, at right angles to each other.

E. Sow seed at a rate of 7 lbs/1000 sq. ft. (300 lbs/acre).

F. After seeding, rake or drag surface of soil lightly to incorporate seed into top 1/8" of soil.  Roll 
with light lawn roller.

3.4 MULCHING:

A. Place straw mulch on seeded areas within 24 hours after seeding.

B. Place straw mulch uniformly in a continuous blanket at a rate of 2-1/2 tons per acre or (2) 50 lb. 
bales per 1,000 sq. ft. of area.  A mechanical blower may be used for straw mulch application 
when acceptable to the Architect.

C. Crimp straw into soil by use of a "crimper."  Two passes in opposite direction required.
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3.5 HYDROSEEDING:  (Optional Method)

A. Use a hydromulcher (sprayer) and apply mixture(s) at the following rate.  Mix in accordance with 
manufacturer's recommendations.

B. Apply hydroseed slurry to indicated areas.  Use tackifier only on erosion prone areas.  

Seed: 300 pounds per acre
Tackifier: 60 gallons per acre
Wood Cellulose Fiber Mulch: 2000 pounds per acre

C. Incorporate fertilizer into soil bed by mechanical rotary or drop type distributor prior to 
hydroseeding.  Do not mix fertilizer in hydroseeder.

D. Care must be taken not to get hydroseed materials on buildings, walks, roadways, plant beds 
etc.

3.6 LAWN ESTABLISHMENT:

A. Establish dense lawn of permanent grasses, free from weeds, lumps and depressions.  Any 
area failing to show uniform germination to be reseeded; continue until dense lawn established.  
Damage to seeded area resulting from erosion to be repaired by Contractor.  Scattered bare 
spots over 5 percent not allowed.

B. In event Contractor does not establish dense lawn during germination period, return to project to 
refertilize and reseed to establish dense lawn.

C. Should the seeded lawn become largely weeds after germination, Contractor shall be 
responsible to kill the weeds and reseed the proposed lawn areas to produce a dense turf, as 
specified.

D. Refer to Section 320536 – Landscape Maintenance and Warranty Standards for Additional 
Requirements.

3.7 CLEANING:

A. Perform cleaning during installation of the work and upon completion of the work to the approval 
of the Landscape Architect.  Remove from site all excess materials, debris and equipment.  
Repair damage resulting from seeding operations.  Clean all areas where overspray has 
occurred from hydroseeding operations.

END OF SECTION 329219
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SECTION 329223 – SODDING

PART 1 - GENERAL

1.1 RELATED DOCUMENTS:

A. Attention is directed to Bidding and Contract Requirements, and to General and Supplemental 
Conditions, hereby made a part of this Section.

1.2 DESCRIPTION OF WORK:

A. Extent of sodded lawns is shown on drawings and by provisions of this Section.

B. Type of Work Required Includes the Following:

1. Soil preparation
2. Sodding lawns

C. Contractor to coordinate water source/schedule with owner.

D. Related Work Specified Elsewhere: Refer to the entire project manual for additional contract 
requirements.

1.3 SUBMITTALS:

A. Sod grower’s certification of grass species including special shade grown species.  Identify 
source location.

B. Fertilizer manufacturer data sheets. 

C. Grower’s soil analysis or certification stating mineral / topsoil grown sod.  

1.4 QUALITY ASSURANCE:

A. Sod:  Comply with American Sod Producers Association (ASPA) classes of sod materials.

1.5 DELIVERY, STORAGE AND HANDLING:

A. Cut, deliver and install sod within 24-hour period.

B. Do not harvest or transport sod when moisture content may adversely affect sod survival.

C. Protect sod from sun, wind and dehydration prior to installation.  Do not tear, stretch or drop sod 
during handling and installation.

1.6 PROJECT CONDITIONS:

A. General:

1. Contractor shall examine and verify the acceptability of the job site.  Notify Landscape 
Architect if conditions detrimental to plant growth are encountered such as rubble fill, 
adverse drainage conditions or obstructions.  Do not proceed with the work until 
unsatisfactory conditions have been corrected or resolved in writing by the Landscape 
Architect.

2. Where sodding occurs in close proximity to other site improvements or areas to remain 
undisturbed such as existing wetlands and upland areas care shall be taken to not disturb 
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the existing conditions.  Any areas damaged during planting operations shall be promptly 
restored to their original condition at no cost to the Owner.

3. Work Notification:  Notify Landscape Architect at least 7 working days prior to start of 
sodding operation.

4. Protect existing utilities, paving and other facilities from damage caused by sodding 
operations.

5. Perform sodding work only after planting and other work affecting ground surface has 
been completed.

6. Restrict traffic from lawn areas until grass is established.  Erect signs and barriers as 
required.

7. The irrigation system may be installed prior to sodding.  Locate, protect and maintain the 
irrigation system during sodding operations.  Repair irrigation system components 
damaged during sodding operations at this Contractor's expense.

1.7 WARRANTY:

A. Refer to Section 320536 – Landscape Maintenance and Warranty Standards.

PART 2 - PRODUCTS

2.1 MATERIALS:

A. Sod:  An "approved" nursery grown blend of improved Kentucky Blue-grass varieties.

1. Sod containing Common Bermudagrass, Quackgrass, Johnsongrass, Poison Ivy, 
Nutsedge, Nimblewill, Canada Thistle, Timothy, Bentgrass, Wild Garlic, Ground Ivy, 
Perennial Sorrel or Bramegrass weeds will not be acceptable. 

B. Furnish sod machine stripped in square pads or strips not more than 3'-0" long; uniformly 1" to 
1-1/2" thick with clean-cut edges.  Mow sod before stripping.    Big roll sod is acceptable.

C. Fertilizer:  Use a 1-2-1 NPK ratio SGN 100-210 starter fertilizer that is non injurious to turf with a 
release of nitrogen to provide 10-16 weeks of fertility for optimum turf growth.  Nitrogen not to 
be affected by rainfall or irrigation.  Phosphorus and potassium amendments shall be industry 
standard.  If soil test results show adequate phosphorus and potassium then NPK ratio shall be 
amended to 3-0-2.  (see 3.2, F for application rates).

D. Ground Limestone:  Containing not less than 85% of total carbonates and ground to such 
fineness that 50% will pass through a 100 mesh sieve and 90% will pass through a 20 mesh 
sieve.  Use if determined by soil tests to be necessary.

E. Stakes:  Softwood, 3/4" x 8" long.

F. Water:  Free of substance harmful to sod growth.  Hoses or other methods of transportation 
furnished by Contractor.

G. Topsoil:  Refer to Section 329119 – Topsoil.

PART 3 - EXECUTION

3.1 EXAMINATION:

A. Examine finish surfaces, grades, topsoil quality and depth.  Do not start sodding work until 
unsatisfactory conditions are corrected.
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3.2 PREPARATION:

A. Limit preparation to areas which will be immediately sodded.  Spread topsoil, fine grade.

B. Treat lawn areas with "Round Up" by Monsanto, per label directions as required to kill existing 
vegetation prior to sodding.

C. Loosen topsoil of lawn areas to minimum depth of 3".  Remove stones over 1" in any dimension 
and sticks, roots, rubbish and extraneous matter.  (In athletic fields remove stones over 1/2” in 
any dimension.  Refer to Section 329119 – Topsoil.)

D. Grade lawn areas to smooth, free draining and even surface with a loose, and uniformly fine 
texture.  Roll and rake; remove ridges and fill depressions as required to drain.

E. Apply amendments as indicated by soil test, with rotary or drop spreader and incorporate in top 
3 inches of soil.  Soil test results must be forwarded to landscape architect.

F. Apply starter fertilizer at a rate to provide sustained fertility of .15 - .2 lbs. N per 1000 sf per 
week for 10-16 weeks or per soil test recommendations.  Available manufacturer (Polyon) or 
approved equal.  Starter fertilizer may be part of phosphorus and potassium needs as indicated 
by soil test.

G. Dampen dry soil prior to sodding.

H. Restore prepared area to specified condition if eroded, settled or otherwise disturbed after fine 
grading and prior to sodding. 

3.3 INSTALLATION:

A. Lay sod to form a solid mass with tightly-fitted joints.  Butt ends and sides of sod strips.  Do not 
overlay edges.  Stagger strips to offset joints in adjacent course.  Remove excess sod to avoid 
smothering of adjacent grass.  Provide sod pad top flush with adjacent curbs, sidewalks, drains 
and seeded areas.

B. Do not lay dormant sod or install sod on saturated or frozen soil.

C. Install initial row of sod in a straight line, beginning at bottom of slopes, perpendicular to 
direction of the sloped area.  Place subsequent rows parallel to and lightly against previously 
installed row.

D. Peg sod on slopes greater than 3 to 1 to prevent slippage at a rate of 2 stakes per yard of sod.

E. Water sod thoroughly with a fine spray immediately after laying.

F. Roll with light lawn roller to ensure contact with sub-grade.

G. Sod indicated areas within contract limits and areas adjoining contract limits disturbed as a 
result of construction operations.

3.4 MAINTENANCE:

A. Refer to Section 320536 – Landscape Maintenance and Warranty Standards.

3.5 ACCEPTANCE:

A. Refer to Section 320536 – Landscape Maintenance and Warranty Standards.
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3.6 CLEANING:

A. Perform cleaning during installation of the work and upon completion of the work.  Remove from 
site all excess materials, debris and equipment.  Repair damage resulting from sodding 
operations.

END OF SECTION 329223
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SECTION 329300 - PLANTS

PART 1 - GENERAL

1.1 RELATED DOCUMENTS:

A. Attention is directed to Bidding and Contract Requirements, and to General and Supplemental 
Conditions hereby made a part of this Section. 

1.2 DESCRIPTION OF WORK:

A. Extent of trees, shrubs and ground covers is shown on drawings and by provisions of this 
Section.

B. Type of Work Required Includes the Following:

1. Soil preparation
2. Trees, shrubs and ground covers
3. Planting mixes
4. Mulch and planting accessories
5. Soil percolation tests

1.3 SUBMITTALS:

A. Submit the Following Material Samples:

1. Shredded bark mulch.
2. Trees must be approved by 1 of 2 options at the discretion of the Landscape Architect:

a. Landscape Architect field tag.
b. Photographs of representative material.  Trees not meeting the quality of approved 

representative sample will be rejected.
3. One (1) gallon bag of plant mixture with approved topsoil compost blend.

B. Submit the Following Materials Certification:

1. Topsoil source and pH value.
2. Plant fertilizer.
3. Compost test results.

1.4 QUALITY ASSURANCE:

A. Plant names indicated; comply with "Standardized Plant Names" as adopted by the latest 
edition of the American Joint Committee of Horticultural Nomenclature.  Names of varieties not 
listed conform generally with names accepted by the nursery trade.  Provide stock true to 
botanical name and legibly tagged.

B. Comply with sizing and grading standards of the latest edition of “American Standard for 
Nursery Stock."  A plant shall be dimensioned as it stands in its natural position.

C. All plants shall come from nurseries located in Zones 4 - 6 of the USDA Hardiness Zone Map 
unless approved by the Landscape Architect.

D. Such approval shall not impair the right of inspection and rejection upon delivery at the site or 
during the progress of the work.
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E. Provide percolation testing by filling plant pits with water and monitoring length of time for water 
to completely percolate into soil.  Submit test results to Landscape Architect prior to starting 
work.

1.5 DELIVERY, STORAGE AND HANDLING:

A. Deliver fertilizer materials in original, unopened and undamaged containers showing weight, 
analysis and name of manufacturer.  Store in manner to prevent wetting and deterioration.

B. Take all precautions customary in good trade practice in preparing plants for moving.  
Workmanship that fails to meet the highest standards will be rejected.  Spray deciduous plants 
in foliage with an approved "Anti-Dessicant" immediately after digging to prevent dehydration.  
Dig, pack, transport and handle plants with care to ensure protection against injury.  Inspection 
certificates required by law shall accompany each shipment invoice or order to stock and on 
arrival.  A copy of certificate shall be filed with the Landscape Architect.  Protect all plants from 
drying out.  If plants cannot be planted immediately upon delivery, properly protect them with 
soil, wet peat moss or in a manner acceptable to the Landscape Architect.  Water heeled-in 
plantings as required to keep root system moist until planting.  No plant shall be bound with 
rope or wire in a manner that could damage or break the branches.

C. Cover plants transported on open vehicles with a protective covering to prevent windburn.

D. Frozen or muddy topsoil is not acceptable.

1.6 PROJECT CONDITIONS:

A. Work Notification:  Notify Architect at least 7 working days prior to installation of plant material.

B. Protect existing utilities, paving and other facilities from damage caused by landscaping 
operations.  See AIA General Conditions.  

C. A complete list of plants, including a schedule of sizes, quantities and other requirements is 
shown on the proposal form.  In the event that quantity discrepancies or material omissions 
occur in the proposal form, Contractor shall notify the Landscape Architect during the proposal 
bidding process.

D. An irrigation system will be installed prior to planting.  Locate, protect and maintain the irrigation 
system during planting operations.  Repair irrigation system components, damaged during 
planting operations, at this Contractor’s expense.

E. Perform percolation testing.

F. Verify availability of on-site water.

G. Concealed contingencies.  Refer to AIA General Conditions.

1.7 WARRANTY:

A. Refer to Section 320536 – Landscape Maintenance and Warranty Standards.

PART 2 - PRODUCTS

2.1 MATERIALS:

A. Plants - General:  Provide plants typical of their species or variety; with densely developed 
branches and vigorous, fibrous root systems free of insects and diseases and have a fully 
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developed form without voids and open spaces.  Plants shall be lush, without dry foliage or root 
balls, free of defects, disfiguring knots, sunscald, wind burn, broken branches, frost cracks or 
abrasions. 

1. Balled and burlapped plants shall have natural balls of earth of sufficient diameter and 
depth to encompass the fibrous and feeding root system necessary for full recovery of 
the plant.  Provide ball sizes complying with the latest edition of the "American Standard 
for Nursery Stock".  

2. Cracked or mushroomed balls will not be accepted.
3. Trees to have clay or clay loam balls.
4. Sandy loam or sandy balls will not be accepted.
5. Plants planted in rows shall be matched in form, size, height and branching habit.  
6. Plants larger than those specified in the plant list may be used when acceptable to the 

Landscape Architect.  If the use of larger plants is acceptable, increase the spread of 
roots or root ball in proportion to the size of the plant.

7. No pruning wounds shall be present with a diameter of more than 1" and such wounds 
must show vigorous bark on all edges.

8. Shrubs and small plants shall meet the requirements for spread and height indicated on 
the proposal form.

B. All single trunk deciduous trees (including specimen stock), shade or ornamental trees, shall 
have straight trunks of healthy condition without mechanical damage, splits, frost cracks, scars, 
free of insects or disease.

1. Trees must have a straight central leader through crown of tree.
2. “V” crotch branching will not be accepted.
3. Tree crown to be uniform, symmetrical, plumb and characteristic of species.

C. All Evergreen trees (including specimen stock) shall have straight trunks of healthy condition 
without mechanical damage, splits, frost cracks, scars, free of insects or disease.

1. Trees must have a straight central leader from base to top of tree.
2.  “V” crotch branching will not be accepted.
3. Trees to be uniform, symmetrical and plumb.
4. Trees must be unsheared and fully branched to ground.

D. Provide "specimen" plants with a special height, shape or character of growth.  Landscape 
Contractor to tag specimen trees or shrubs at the source of supply.  The Landscape Architect 
will inspect specimen selections at the source of supply for suitability and adaptability to 
selected location.  When specimen plants cannot be purchased locally, provide sufficient 
photographs of the proposed specimen plants for approval.  The Landscape Contractor shall 
inspect all plant material at source prior to Landscape Architect's review.  Landscape Contractor 
shall accompany Landscape Architect to nursery on final selection trip (if required).

E. Container-Grown Stock:  Grown in a container for sufficient length of time for the root system to 
have developed to hold its soil together, firm and whole.

1. No plants shall be loose in the container.
2. Container stock shall not be root bound.
3. The measurements for height shall be taken from the ground level to the average height 

of the top of the plant and not the longest branch.
4. Single stemmed or thin plants will not be accepted.
5. Side branches shall be generous, well twigged and the plant as a whole well bushed to 

the ground.
6. Plants shall be in a moist, vigorous condition, free from dead wood, bruises or other root 

or branch injuries.
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F. Specimen Stock:  All specimen designated plantings are to be nursery grown, fully developed, 
excellent quality and typical example of the species.  Plants designated to be planted in rows 
must be matched, symmetrical and uniform in height, spread, caliper and branching density.

1. Matched plantings should be obtained from same nursery and, preferably, from same row 
or line.  All specimen material will be approved by Landscape Architect at nursery.

G. Topsoil for Planting Mix:  Refer to Section 329119 - Topsoil.

H. Peat Moss:  Brown to black in color, weed and seed free granulated raw peat.

1. Provide ASTM D-2607 sphagnum peat moss with a PH below 6.0 for ericaceous plants.

I. Planting Mixture Type A (for shrubs and ornamental grasses):  Standard planting backfill shall 
be a mixture of 3/4 topsoil, 1/4 compost.  Add fertilizer Type "A" or as indicated by soil test to 
planting mixture per manufacturer's requirements.  Follow planting details.

J. Planting Mixture Type B (for perennials, ground cover beds and Ericaceous plants):  Planting 
backfill shall be a mixture of 3/4 topsoil, 1/4 compost.  Adding fertilizer type “B” or as indicated 
by soil test to mixture per manufacturer requirements.  Follow planting details.

K. Plant Fertilizer shall be:

1. Legal and acceptable in the local community of the project and shall not be harmful to the 
public or wildlife when applied per manufacturer’s instructions.

2. Slow-release, SCU or IBDU fertilizers for turf, flowerbeds, and deep-root feeding shall be 
used unless approved otherwise.

3. Turf, shrub, or tree fertilizer used shall contain low or no phosphate unless soil tests 
indicate soil is deficient in this nutrient.

Fertilizer Type A with micronutrients to be applied at a NPK ratio of 4-1-2.  Provide 1 lb of actual 
nitrogen per 1,000 sf unless the soil test recommendations indicate otherwise.               

Fertilizer Type B with micronutrients to be applied at a NPK ratio of 1-2-1.  Provide 2 lbs of 
actual nitrogen per 1,000 sf unless the soil recommendations indicate otherwise.

L.  “MyCor” Tree Saver Soil Conditioner manufactured by Plant Health Care, Inc., (800) 421-9051.  
Use for all tree and shrub species except Rhododendrons, Azaleas and Laurels.

M. Superphosphate:  Composed of finely ground phosphate rock as commonly used for agricultural 
purposes containing not less than eighteen (18%) percent available phosphoric acid.  Apply as 
required based upon soil test report.

N. Compost:  The compost shall be a mature/stabilized, humus-like material derived from the 
aerobic decomposition of yard clippings or other materials as designated compostable as 
defined in Part 115 of Act 451 of 1994 as amended in Act 212 dated 2007, and shall be in 
compliance with all federal and state laws. The compost shall have a dark brown or black color, 
be capable of supporting plant growth without ongoing addition of fertilizers or other soil 
amendments and shall not have an objectionable odor. It shall be free of plastic, glass, metal 
and other physical contaminants, as well as viable weed seeds and other plant parts capable of 
reproducing (except airborne weed species). The compost moisture content shall be such that 
no visible free water or dust is produced when handling it.
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Test Items Acceptable Range

Maturity/Stabilization: An acceptable test that can demonstrate Maturity/Stability

Temperature: The material must have undergone the procedure to significantly 
reduce the pathogen level as referenced in EPA 40 CFR, Part 
257 Regulations, Federal Register Vol. 58, No. 32; dated 
2/19/93; Rules and Regulations; (Pile temperatures must be 
maintained at 40 degrees C for 5 days with a temperature 
exceeding 55 degrees C for at least 4 hours).

Pathogens and Trace: Shall meet the requirements of EPA 40 CFR, Part 503 *TCLP or 
Elements EPA 1311 Regulations, Federal Register Vol. 58, No. 
32; dated 2/19/93; Rules and Regulations.

Organic Content: 30-65%, dry weight basis

Moisture Content: 30-60%, wet weight basis

Inert Contamination: Less than 1% by weight (no visible plastic, glass or metal 
allowed)

Soluble Salts: 1 – 7.5 mmho

Carbon:Nitrogen Ratio: 10:1 to 20:1

pH: 6 to 7.5

Particle Size: 98% pass through 3/4” screen or smaller

A compost sample shall be submitted to the Owner for approval prior to being used.

O. Lime:  Ground dolomitic limestone, ninety-five (95%) percent passing through #100 mesh 
screen.  Use to adjust soil pH only, under direction of Landscape Architect or based upon soil 
test report.

P. Sand:  Clean, coarse, ungraded conforming to ASTM C-3 for fine aggregates.

Q. Anti-Dessicant:  Protective film emulsion providing a protective film over plant surfaces; 
permeable to permit transpiration.  Mixed and applied in accordance with manufacturer's 
instructions.

R. Double Processed Shredded Bark Mulch:  Dark brown in color, clean, free of debris and sticks, 
and well aerated.  Materials shall be uniform in size, shape and texture.  Recycled wood 
products, such as “pallet mulch,” shall not be used.  Submit samples for approval prior to 
installation. 

S. Water:  Free of substances harmful to plant growth.  Hoses or other methods of transportation 
furnished by Contractor.

T. Stakes for Staking:  Hardwood or green metal T-section posts without anchor plates, 2" x 2" x 
6'-0" minimum length. 

U. Stakes for Guying:  Hardwood, 2 x 4 nominal, x 24” length, pointed on one end.

V. Guying/Staking Fabric:  Polypropylene Arbor Tie (Arbor Tie Green)
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W. Turnbuckles:  Galvanized steel of size and gauge required to provide tensile strength equal to 
that of the wire.  Turnbuckle opening shall be at least 3”.

X. Staking and Guying Fabric:  Polypropylene Arbor Tie (Arbor Tie Green)

Y. Tree Wrap:  Standard waterproofed tree wrapping paper, 2-1/2" wide, made of 2 layers of crepe 
kraft paper weighing not less than 30 lbs. per ream, cemented together with asphalt.

Z. Twine:  Two-ply jute material.

AA. Aluminum Edge Restraints:  Straight, 3/16-inch- (4.8-mm-) thick by 4-inch- (100-mm-) high  
extruded-aluminum edging with loops pressed from face to receive stakes at 12 inches (300 
mm) o.c., and aluminum stakes 12 inches (300 mm) long for each loop.
1. Available Manufacturers:  Subject to compliance with requirements, manufacturers 

offering products that may be incorporated into the Work include, but are not limited to, 
the following:

2. Manufacturer:  Subject to compliance with requirements, provide products by one of the 
following:
a. BRICKSTOP Corporation.
b. Curv-Rite, Inc.
c. Permaloc Corporation.
d. Sure-Loc Edging Corporation.

3. Install per manufacturer’s recommendations.   Top to be flush with finish grade, alignment 
per drawings.  All edging to be new.

PART 3 - EXECUTION

3.1 EXAMINATION:

A. Examine proposed planting areas and conditions of installation.  Do not start planting work until 
unsatisfactory conditions are corrected.

3.2 PREPARATION:

A. Time of Planting:

1. Evergreen Material:  Plant evergreen materials between August 15 and October 1 or in 
spring before new growth begins.  If project requirements require planting at other times, 
plants shall be sprayed with anti-dessicant prior to planting operations.

2. Deciduous Material:  Dig deciduous materials in a dormant condition.  If deciduous trees 
are dug in-leaf, they shall be sprayed with an anti-dessicant prior to planting operation.

3. Planting times other than those indicated must be acceptable to the Landscape Architect.

B. Planting shall be performed only by experienced workmen familiar with planting procedures 
under the supervision of a qualified supervisor.

C. Individual plant locations shall be staked on the project site by the Contractor and approved by 
the Landscape Architect before any planting pits are dug.  The Landscape Architect reserves 
the right to adjust plant material locations to meet field conditions, without additional cost to the 
Owner.

D. Planting pits shall be round, with vertical sides and flat bottoms and sized in accordance with 
outlines and dimensions shown on the planting details.
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E. Accurately stake plant material according to the drawings.  Stakes shall be above grade and 
painted a bright color to be clearly visible for inspection.

F. If obstructions are encountered that are not indicated, do not proceed with planting operations 
until alternative plant locations have been selected and approved in writing by the Landscape 
Architect.  Where location or spacing dimensions are not clearly shown, request clarification by 
the Landscape Architect.

G. See drawings for planting details.

H. Vegetation Removal:

1. Strip existing grass and weeds, including roots, from all bed areas, till and fine grade 
existing topsoil, leaving the soil surface one-inch below finished grade (in areas shown on 
plan).

2. Herbicide:  Use Round Up (Monsanto Co.) as required to prepare areas for new planting, 
applied to all ground cover, evergreen and shrubbery beds and all mulch areas before 
application of pre-emergence herbicide, per manufacturer's recommendations.   Clean 
area of all dead material after five (5) days.

3. Pre-Emergence Herbicide:  DACTHAL W-75 (Diamond Shamrock Agricultural 
Chemicals) applied to one (1) ounce per l00 square feet to same area where "Herbicide" 
has been applied and after area is cleared of dead vegetation.

4. Herbicides to be applied by Licensed Applicator as required by the State.

3.3 INSTALLATION:

A. Excavate circular plant pits with vertical sides, except for plants specifically indicated to be 
planted in beds.  Provide plant pits per planting details.  Depth of pit shall accommodate the root 
system. Scarify the bottom of the pit to a depth of 4".

B. Provide pre-mixed planting mixture Type "A" for use around the balls and roots of all deciduous 
and evergreen tree plantings in planters.  Trees planted in earth shall be backfilled with native 
soil per planting details unless noted otherwise.

C. Beds for Ground Cover, Flowers and Ericaceous Plants:  Excavate existing soil to 12” depth 
over entire bed area and remove soil from site.  Set plants according to drawings and backfill 
entire bed with pre-mixed planting mixture Type “B”.

D. Mass Shrub Beds/Hedge and Ornamental Grass Beds:  Excavate existing soil to 12" depth over 
entire bed area and remove soil from site.  Scarify bottom of the bed to a 4" depth.  Set plants 
according to drawings and specifications, and backfill entire bed with (pre-mixed) specified 
planting mixture Type "A".

E. Planting:

1. Set plant material in the planting pit to proper grade and alignment.  Set plants upright, 
plumb and faced to give the best appearance or relationship to each other or adjacent 
structure.  Set plant material 2"-3" above the finish grade.  No filling will be permitted 
around trunks or stems.  Backfill the pit with planting mixture.  Do not use frozen or 
muddy mixtures for backfilling.  Form a ring of soil around the edge of each planting pit to 
retain water in non-irrigated areas.

2. After balled and burlapped plants are set, muddle planting soil mixture around bases of 
balls and fill all voids.  Sufficiently compact to prevent settlement.

3. Add “MyCor” Tree Saver to mix per manufacturer’s directions.
4. Remove all burlap, ropes and wires from the tops of balls.
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5. Space ground cover plants in accordance with indicated dimensions.  Adjust spacing as 
necessary to evenly fill planting bed with indicated quantity of plants.  Plant to within 12" 
of the trunks of trees and shrubs within planting bed and to within 6" of edge of bed.

6. Spread and arrange roots of bare-rooted plants in their natural position.  Work-in planting 
mixture.  Do not mat roots together. Cut all broken and frayed roots before installing 
planting mixture.

7. Water immediately after planting.

F. Mulching:

1. Mulch tree and shrub planting pits and shrub and groundcover beds with required 
mulching material depths per details immediately after planting.  Thoroughly water 
mulched areas.  After watering, rake mulch to provide a uniform finished surface.

G. Wrapping, Guying, Staking:

1. Inspect trees for injury to trunks, evidence of insect infestation and improper pruning 
before wrapping.

2. Wrap trunks of all trees spirally from bottom to top with specified tree wrap and secure in 
place.

3. Stake/guy all trees immediately after lawn seeding or sodding operations and prior to 
acceptance.  When high winds or other conditions which may effect tree survival or 
appearance occur, the Architect shall require immediate staking/guying.

4. Stake deciduous trees 4" caliper and under.  Stake evergreen trees 8’-0” height and 
under.  Use two (2) stakes for each tree per details.

5. Guy deciduous trees over 4" caliper.  Guy evergreen trees over 8’-0” height.  Use three 
(3) guys per tree.

H. Pruning:

1. Prune branches of deciduous stock, after planting, to balance the loss of roots and 
preserve the natural character appropriate to the particular plant requirements.  Remove 
or cut back broken, damaged and unsymmetrical growth of new wood.

2. Multiple Leader Plants:  Preserve the leader which will best promote the symmetry of the 
plant.  Cut branches flush with the branch collar.  Make cut on an angle.

3. Prune evergreen trees only to remove broken or damaged branches.

3.4 MAINTENANCE:

A. Refer to Section 320536 – Landscape Maintenance and Warranty Standards.

3.5 CLEANING:

A. Perform cleaning during installation of the work and upon completion of the work.  Remove from 
site all excess materials, soil, debris and equipment.  Repair damage resulting from planting 
operations.

END OF SECTION 329300
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Deciduous Trees

CODE QTY. DESCRIPTION SIZE COMMENTS

AR 18 Acer rubrum 'Autumn Blaze'

2.5" cal.

B&B

Autumn Blaze Red Maple

PC 1

Pyrus calleryana 'Aristocrat'
2.5" cal.

B&B

Aristocrat Callery Pear

Evergreen Trees

CODE QTY. DESCRIPTION SIZE COMMENTS

PA 8 Picea abies

10' ht.

B&B

Norway Spruce

Ornamental Trees

CODE QTY. DESCRIPTION SIZE COMMENTS

AC 1 Amelanchier canadensis

8' ht.

B&B

Shadblow Serviceberry

MS 13 Malus 'Snowdrift'

2" cal.

B&B

Snowdrift Crabapple

Shrubs, Groundcover, Vines and Perennials

CODE QTY. DESCRIPTION SIZE COMMENTS

CA 32

Calamagrostis acutiflora 3 gal.

Plant 36" o.c.

Karl Foerster Feather Reed Grass

FG 70

Festuca glauca 'Elijah Blue' 1 gal.

Plant 24" o.c.

Elijah Blue Ornamental Grass

HB 50

Hosta 'Blue Angel' 1 gal.

Plant 30" o.c.

Blue Angel Hosta

LS 125

Liriope muscari 'Variegata' 1 gal.

Plant 18" o.c.

Variegated Lilyturf

PN 89

Pennisetum alopecuroides 'Hameln' 3 gal.

Plant 24" o.c.

Hameln Dwarf Fountain Grass

SA 202 Sesleria autumnalis

3 gal.

Plant 30" o.c.

Autumn Moor Grass

full pot

SB 20

Spiraea x bumalda 'Anthony Waterer'

24" ht.
plant 30" o.c.

Anthony Waterer Spirea full pot

SP 53

Syringa pubescens subsp. patula 'Miss Kim'

36" ht.

Plant 48" o.c.

Miss Kim Korean Lilac
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Deciduous Trees

CODE QTY. DESCRIPTION SIZE COMMENTS

AR 18 Acer rubrum 'Autumn Blaze'

2.5" cal.

B&B

Autumn Blaze Red Maple

PC 1

Pyrus calleryana 'Aristocrat'

2.5" cal.

B&B

Aristocrat Callery Pear

Ornamental Trees

CODE QTY. DESCRIPTION SIZE COMMENTS

AC 1 Amelanchier canadensis

8 ht.

B&B

Shadblow Serviceberry

MS 13 Malus 'Snowdrift'

2" cal.

B&B

Snowdrift Crabapple

Evergreen Trees

CODE QTY. DESCRIPTION SIZE COMMENTS

PA 8 Picea abies

10' ht.

B&B

Norway Spruce

Shrubs, Groundcover, Vines and Perennials

CODE QTY. DESCRIPTION SIZE COMMENTS

CA 32

Calamagrostis acutiflora 3 gal.

Plant 36" o.c.

Karl Foerster Feather Reed Grass

FG 70

Festuca glauca 'Elijah Blue' 1 gal.

Plant 24" o.c.

Elijah Blue Ornamental Grass

HB 50

Hosta 'Blue Angel' 1 gal.

Plant 30" o.c.

Blue Angel Hosta

LS 125

Liriope muscari 'Variegata' 1 gal.

Plant 18" o.c.

Variegated Lilyturf

PN 89

Pennisetum alopecuroides 'Hameln'
3 gal.

Plant 24" o.c.

Hameln Dwarf Fountain Grass

SA 202 Sesleria autumnalis

3 gal.

Plant 30" o.c.

Autumn Moor Grass

full pot

SB 20

Spiraea x bumalda 'Anthony Waterer'

24" ht.

plant 30" o.c.

Anthony Waterer Spirea full pot

SP 53

Syringa pubescens subsp. patula 'Miss Kim'

36" ht.

Plant 48" o.c.

Miss Kim Korean Lilac



Project:

Sheet:

Job Number:

Drawn:

Checked:

Scale:

Date:

Sheet Number:
© Grissim Metz Andriese Associates, 2020

Issued for:

ANDRIESE
METZ

Ph: 248-347-7010

Northville, MI 48167
311 East Cady Street

GRISSIM
ASSOCIATES

 

R19-201
CJT
PA

Van Hoosen Middle School
Landscape Improvements
 

Demolition Plan

1" = 20'-0"

06.12.2020 Bid Set

L201



Project:

Sheet:

Job Number:

Drawn:

Checked:

Scale:

Date:

Sheet Number:
© Grissim Metz Andriese Associates, 2020

Issued for:

ANDRIESE
METZ

Ph: 248-347-7010

Northville, MI 48167
311 East Cady Street

GRISSIM
ASSOCIATES

 

R19-201
CJT
PA

Van Hoosen Middle School
Landscape Improvements
 

Demolition Plan

1" = 20'-0"

06.12.2020 Bid Set

L202



Project:

Sheet:

Job Number:

Drawn:

Checked:

Scale:

Date:

Sheet Number:
© Grissim Metz Andriese Associates, 2020

Issued for:

ANDRIESE
METZ

Ph: 248-347-7010

Northville, MI 48167
311 East Cady Street

GRISSIM
ASSOCIATES

 

R19-201
CJT
PA

Van Hoosen Middle School
Landscape Improvements
 

Landscape Plan

1" = 20'-0"

06.12.2020 Bid Set

L203

Deciduous Trees

CODE QTY. DESCRIPTION SIZE COMMENTS

AS 12 Acer saccharum 'Green Mountain'

2.5" cal.

B&B

Green Mountain Sugar Maple

Evergreen Trees

CODE QTY. DESCRIPTION SIZE COMMENTS

PA 8 Picea abies

10' ht.

B&B

Norway Spruce

Shrubs, Groundcover, Vines and Perennials

CODE QTY. DESCRIPTION SIZE COMMENTS

NF 85

Nepeta x faassenii 'Walker's Low'
1 gal.

Plant 30" o.c.

Walker's Low Catmint

LS 175

Liriope muscari 'Variegata' 1 gal.

Plant 18" o.c.

Variegated Lilyturf

SA 258 Sesleria autumnalis

3 gal.

Plant 30" o.c.

Autumn Moor Grass

full pot

SB 107

Spiraea x bumalda 'Anthony Waterer'

24" ht.

plant 30" o.c.

Anthony Waterer Spirea full pot

SH 67

Sporobolus heterolepis 'Tara'
3 gal.

Plant 30" o.c.

Tara Dwarf Prairie Dropseed

SP 40

Syringa pubescens subsp. patula 'Miss Kim'

36" ht.

Plant 48" o.c.

Miss Kim Korean Lilac
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SH 67

Sporobolus heterolepis 'Tara'
3 gal.

Plant 30" o.c.

Tara Dwarf Prairie Dropseed
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36" ht.
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Miss Kim Korean Lilac
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	INFORMATION SHEET
	OWNER: Rochester Community Schools
	SITE LOCATION: Reuther Middle School   Van Hoosen Middle School
	1430 E. Auburn Road   1339 Adams Road
	Rochester Hills, Michigan 48307  Rochester Hills, Michigan 48306
	SCOPE OF WORK: Existing landscape removal, precast concrete paving, planting and lawn restoration
	WORK BY OTHERS: None
	SCHEDULE:  Commence:
	Completed by:
	BID DUE DATE:
	DELIVER BID VIA EMAIL TO:

	04_002113 - Instructions to Bidders_0
	PART 1 -  GENERAL
	1.1 PROPOSAL:
	A. Owner will receive Bids on “Proposal Form” provided (ALL blanks must be complet�ed), delivered in conformity with "Information Sheet".  Please type, if possible.  Submit copy of bid to Grissim Metz Andriese.  Copy may be emailed.
	B. Bid shall be based upon requirements of Drawing(s) and Speci�fications.
	C. Proposal for original Contract work and for all future work thereun�der to include all present applicable taxes, premiums, assessments, other like payments, fees or obtaining permits and licenses, and to be in full for all direct and indirect charges and expenses for proposed work.
	D. Erasures or changes in Bid must be initialed by Bidder.
	E. Bid must be in sealed envelope with Bidder's firm name appearing thereon, and clearly labeled per "Information Sheet", Envelope.
	F. No Bid may be withdrawn for a period of forty-five (45) days after opening thereof.
	G. Owner reserves right to reject any or all proposals submitted for any reason and to waive any irregularities contained therein.
	H. Owner reserves right to increase or decrease Contract work on basis of Unit Prices submitted by successful Bidder.
	I. Contract based upon completion of work according to Contract Docu�ments as defined in "General Conditions", all in time and manner as therein set forth.

	1.2 EXPLANATION BY ADDENDUM:
	A. No oral interpretation shall be made to the Bidder as to meaning of the Drawing(s), Specifications, or other Contract Documents.  Every request for interpretation to be made in writing to the Landscape Architect five (5) days prior to Bid Due Date.  Every interpretation made to the Bidder shall be in the form of an Addendum.  All such Addenda become part of Contract Documents.

	1.3 MISCELLANEOUS:
	A. Quantities have been carefully estimated, but it is the responsibility of the Bidding Contractor to verify all quantities and report discrepancy prior to Bid Due Date.
	B. Term "Owner" also refers to any entity designated by the Owner, whether as Manager, General Contractor, Owner’s Representative, Construction Manager, etc.



	05_004200 - Proposal Form_0
	SECTION 004200 - PROPOSAL FORM
	____________________________________________________________________________________Name of Bidding Contractor
	hereinafter referred to as Contractor, declares familiarity with location of proposed work and conditions under which it must be performed, that Drawing(s) and Documents under "Bid Package Table of Contents" have been carefully examined, are understood and accepted as adequate for the purpose, and agrees to Contract with Rochester Community Schools, hereinafter referred to as Owner, to perform everything required to be performed and to furnish all labor, materials, tools, equipment, utility, transportation services and supervision necessary to perform and complete, in a satisfactory manner, all work required in conjunction with above named project, and to accept as full payment thereof, subject to additions and/or deletions required by Contract, the sum of Dollars.
	TOTAL BASE BID $_________________________.
	---------------------------------------------------------------------------------------------------------------------------------
	ANALYSIS OF BID:
	Unit Costs submitted for Contract additions/deletions, inclusive of any mainte�nance and guarantee period not separately listed.  The total of all schools must equal Base Bid above.  Contractor responsible to verify estimated quantity material.  All work to be installed complete, as detailed on Drawing(s), within quote Base Bid.
	Contractor acknowledges following addenda covering revisions to Drawing(s) or Specifications;
	Cost of such revisions has been included in quoted base bid.
	Addendum No. ____ Dated ____________________
	Addendum No. ____ Dated ____________________
	Addendum No. ____ Dated ____________________

	06_A201 - 2007 General Conditions for the Contract for Construction
	07_007300 - Supplemental General Conditions_0
	SECTION 007300 - SUPPLEMENTAL GENERAL CONDITIONS
	ARTICLE 1
	OWNER
	1.1 BASIC DEFINITIONS:
	1.1.8 The word "Landscape Architect" is to be substituted for the word "Architect".  This substitution is to be made throughout the entire General Conditions Section.
	ARTICLE 3
	CONTRACTOR
	3.2 REVIEW OF CONTRACT DOCUMENTS AND FIELD CONDITIONS BY CONTRACTOR:
	3.2.4 Before submitting Proposal, Bidder to personally make soil/subsoil condition determination for proposed work.  Bidder to have deter�mined, to their own satisfaction, conditions to be encountered in construction of work.  Work to be completed in whatever manner and under whatever conditions may be encountered or created, without extra cost to Owner.
	3.2.5 Existence and location of underground utilities indicated on Drawing(s) are not guaranteed and shall be investigated and verified in field by Contractor before starting work.  Excavation in vicinity of existing structures and utilities shall be carefully done by hand.  Contractor shall be held responsible for any damage to, and for maintenance and protection of, existing utilities and structures.
	3.2.6 Where excavation occurs over or around drainage lines, or where new lines are to be fed into existing lines or structures, Contractor shall verify invert of existing lines as shown on Drawing(s) before proceeding with construction.  All existing surface structures such as manholes, vaults, valves, fire hydrants, etc., are to be raised or lowered to proposed finished grades, as shown on Drawing(s) or as directed in field by Landscape Architect.  Where structures are encountered which are not shown on survey, these structures are to be adjusted to grade in same manner as if they had been shown.
	3.2.7 In no case will any manhole, valve box, fault, or any other structure be covered without adjusting to new grade, unless so specifically directed by Landscape Architect.
	3.2.8 When doubt occurs as to existence of any utility line or structure, Contractor shall confer immediately with Landscape Architect.
	3.2.9 Contractor will be allowed to tie proposed work into existing utility lines only as shown on Drawing(s).  Where connection is not shown, or where a variance in existing conditions is found, Contractor shall notify Landscape Architect at once.  Brace any line that crosses an open trench which may be damaged by backfill.
	3.2.10 Execution of all sewer, water or utility work to be carried out under inspection of Department of Buildings and Safety Engineering.
	3.2.11 Contractor will, in all cases, effectively protect existing trees and other plant material not designated for removal by means of barricades or as directed by Landscape Architect.  If any such trees are damaged by Contractor, Contractor will be held liable in propor�tion to extent of damage.
	3.5 WARRANTY:
	3.5.2 Contractor guarantees all work free of defects in materials or workmanship.  When any such defects are brought to attention of Contractor, in writing within one (1) year after acceptance, Contractor will, at their own expense make necessary repairs/replacements of defective work in question.
	ARTICLE 8
	TIME
	8.1 DEFINITIONS:
	8.1.3 Delete this paragraph and substitute the following:
	"The Date of Substantial Completion of the Work is the date as certified by the Landscape Architect when the construction is suffi�ciently complete, in accordance with the plans and specifications, as modified by any completed change orders agreed to by the parties to allow the Owner to occupy or so subsequent work by other contrac�tors can proceed without interference, to completion.  The warranty period shall commence no sooner than the Date of Substantial Completion."
	8.3 DELAYS AND EXTENSIONS OF TIME:
	8.3.2 Add to the end of the paragraph:
	"An extension of time shall not entitle the Contractor extra compen�sation from the Owner."
	ARTICLE 9
	PAYMENTS AND COMPLETION
	9.5 DECISIONS TO WITHHOLD CERTIFICATION:
	9.5.3 Owner shall have right, by its employees or by third party representative, to audit Contractor payroll, purchasing and all other pertinent records with respect to all work performed on a Cost Plus Percentage basis, and to make copies thereof.
	9.6 PROGRESS PAYMENTS:
	9.6.7 Progress payments made on monthly billings, based on contract amount, certified by Landscape Architect, up to 90 percent of value of work completed.  Materials not paid for until installed.
	9.10 FINAL COMPLETION AND FINAL PAYMENT:
	9.10.1 Final payment, including portions previously withheld, will be made when work is completed, except for estimated cost of replacements or repair.  Ten (10) percent of plant material cost shall be withheld until expiration of guarantee and maintenance period.
	ARTICLE 10
	PROTECTION OF PERSONS AND PROPERTY
	10.2 SAFETY OF PERSONS AND PROPERTY:
	10.2.8 Contractor shall provide adequate lighting for excavated trenches and in all places where existing conditions have been disturbed in such manner so as to disrupt normal flow of pedestrian traffic and shall erect barricades and/or warning signs where deemed advisable for public safety.
	10.2.9 Contractor shall provide temporary foot bridges over trenches and excavation where necessary.
	ARTICLE 11
	INSURANCE AND BONDS
	11.1 CONTRACTOR'S LIABILITY INSURANCE:
	11.1.4 Contractors' Liability Insurance, as required by the General Condi�tions of these specifications, shall be written for not less than the following limits of liability:
	Public-Liability:
	Bodily Injury including death each occurrence $1,000,000
	Aggregate $1,000,000
	Property-Damage:
	Each Occurrence $500,000
	Aggregate 500,000
	Vehicular-Liability:
	Bodily Injury Each Occurrence $100,000
	Aggregate 300,000
	Property-Damage:
	Each Occurrence $300,000
	Workers Compensation:  As required by the State of Michigan
	Special-Hazard:    For any class of employees engaged in hazardous work under the contract and not protected under the Workmen's Compensation Statute of nature and in limits as approved by the Owner.
	Certificates-of-Insurance
	Cancellation clause on above Certificates of Insurance to be modi�fied to read when submitted, as follows:  Should any of the above-described policies be canceled before the expiration date thereof, the issuing company shall mail fifteen (15) days written notice to the below-named certificate holder, without fail.
	ARTICLE 15
	MEASUREMENTS
	15.1 MONUMENTS:
	15.1.1 The Contractor shall carefully protect monuments, stakes, and benchmarks.  If destroyed or disturbed by the Contractor or his employees, the cost to the Owner of replacing them shall be charged against the Contractor and shall be deducted from the payments for the work.
	15.2 MEASUREMENTS:
	15.2.1 The Contractor shall obtain his own field measurements and establish lines, grades, levels and measurements shown on the drawings and reconcile all measurements and conditions shown on the drawings with existing conditions at the site, from the site survey provided by the Owner, and from the established benchmarks and control points.
	15.2.2 Before performing any work or ordering any materials, the Contractor shall verify all dimensions of any existing and new work and shall be responsible for their accuracy.  Any differences found shall be submitted to the Landscape Architect before proceeding with the work.  No extra compensation will be permitted because of differ�ences between actual dimensions and measurements indicated on the project drawings.
	15.2.3 Contractor is responsible for staking out work as to grades and alignment, employing a competent surveyor for this purpose, and for maintaining such stakes in good condition.
	ARTICLE 16
	COOPERATION AND DISPUTES
	16.1 COOPERATION:
	16.1.1 Inasmuch as the completion of the project within the prescribed time is dependent very largely upon the close and active cooperation of all those engaged therein, it is, therefore, expressly understood and agreed that each Contractor shall lay cut and install his work at such time or times and in such manner as not to delay or inter�fere with the carrying forward of the work of other Contractors.
	16.1.2 In the event of any dispute arising as to possible or alleged inter�ference between the various contractors, which may retard the progress of the work, the same shall be adjusted by the Construction Manager or Owner, whose decision as to the party or parties at fault, and as to the manner in which the matter may be adjusted, shall be binding and conclusive on all parties.  Decision must be validated by the Landscape Architect.
	END OF SECTION 007300

	08_023000 - Subsurface Investigation_0
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS:
	A. Attention is directed to Bidding and Contract Requirements, General and Supplementary Requirements, which are hereby made a part of this Section.

	1.2 WORK INCLUDED:
	A. Provide all labor, materials, necessary equipment and services to complete the subsurface investigation, as indicated on the drawings, as speci�fied herein or both, except as for items specifically indicated as "NIC ITEMS".
	B. The subsurface investigation for conditions of the project site is the sole responsibility of the Contractor.  In preparing the proposal, the Contractor shall make all subsurface or surface investigations necessary to provide proper background and knowledge to determine the nature and extent of work required.
	C. All known surface and subsurface data shown on the documents is based on information provided on architectural plans and from on-site measurements.  Owner or Owner’s Representative makes no warranties or guarantees, as to the accuracy or completeness of the survey, nor concerning the nature of materials to be encountered on the site.


	PART 2 -  PRODUCTS  – Not Applicable
	PART 3 -  EXECUTION – Not Applicable

	09_ 024113 - Site Demolition_0
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS:
	A. Attention is directed to Bidding and Contract Requirements, and to Supplemental General Conditions, hereby made a part of this Section.

	1.2 WORK INCLUDED:
	A. Provide all labor, materials, necessary equipment and services to complete the site demolition, as indicated on the drawings, as speci�fied herein or both, except as for items specifically indicated as "NIC ITEMS."
	B. Extent of site demolition is shown on drawings and includes, but is not limited to:

	1.3 SUBMITTALS:
	A. Permits and notices authorizing building demolition.
	B. Certificates of severance of utility services.
	C. Permit of transport and disposal of debris.
	D. Demolition procedures and operational sequences for review and acceptance by Landscape Architect.

	1.4 QUALITY ASSURANCE:
	A. Contractor Qualifications:  Minimum of five (5) years experience in demolition of comparable nature.
	B. Requirements of All Applicable Regulatory Agencies:

	1.5 JOB CONDITIONS:
	A. General:
	B. Maintain Traffic:
	C. Dust Control:
	D. Burning:


	PART 2 -  PRODUCTS - Not Applicable
	PART 3 -  EXECUTION
	3.1 INSPECTION:
	A. Verify that all items to be demolished are discontinued in use and ready for removal.
	B. Do not commence work until all conditions and requirements of all applicable public agencies are complied with.

	3.2 PREPARATION:
	A. Notification:  Notify the Owner’s Representative at least three (3) full working days prior to commencing the work of this Section.

	3.3 CLARIFICATION:
	A. The drawings do not purport to show all objects existing on the site.
	B. Before commencing the work of the section, verify with the Owner’s Representative all objects to be removed and all objects to be preserved.

	3.4 SCHEDULING:
	A. Schedule all work in a careful manner with all necessary consideration for the public and the Owner.
	B. Avoid interference with the use of, and passage to and from adjacent facilities.

	3.5 EXECUTION:
	A. Protection of Existing Trees and Vegetation:  Take special care to protect all plantings at the construction site as required by the construction documents or the Owner's Representative.  Protect existing trees and other vegetation indicated to remain in place, against cutting, breaking or skinning of roots, skinning and bruising of bark, smothering of trees by stockpiling construction materials or excavated materials within drip line, excess foot or vehicular traffic, or parking of vehicles within drip line.  Provide temporary guards to protect trees and vegetation to be left standing.
	1. Temporary Fencing:  4'-0" height snow fencing with steel posts at 8'-0" O.C.  Erect fence at drip line.
	2. No material storage shall be permitted inside the protected area around the plant material.  No deleterious materials of any sort such as paints, oils, chemicals, tars, plaster, or any other solids or liquids shall be wasted on the ground within or outside the protected area which would be harmful to the plants.
	3. Excavation will not be allowed within the limit of the tree’s crown drip line without prior approval of the Owner's Representative as to the manner and permissible encroachment.  Hand excavation may be required as an acceptable manner.
	4. Nails or bolting, etc., of objects to trees is prohibited.  Trees are not to be used as temporary support nor can they be used to string telephone, power lines or for guy wires.
	5. Should a construction road be needed near a protected tree, a 2" sand cushion and 6" temporary concrete paving or pierced metal matting of sufficient gauge to withstand heavy equipment must be placed over the root system to prevent damage and compaction; the concrete slab or metal matting shall be removed prior to site work.
	6. Provide protection for roots over 1-1/2" diameter cut during construction operations.  Coat cut faces with an emulsified asphalt formulated for use on damaged plant tissues.  Temporarily cover exposed roots with wet burlap to prevent roots from drying out; cover with earth as soon as possible.
	7. Water trees and other vegetation to remain within limits of the contract work, as required to maintain their health during course of construction operations.
	8. Repair or replace trees and vegetation indicated to remain which are damaged by construction operations, in a manner acceptable to Owner.  Employ licensed arborist to repair damages to trees and shrubs.
	B. Protection of Utilities: Preserve in operating condition all activities adjacent to or traversing the site and designated to remain.
	C. Salvageable Improvements:  Carefully remove items indicated to be salvaged and deliver to Owner’s Representative to locations specified by the Owner’s Representative.
	D. Refer to layout plan for new pavement locations and dimensions, relative to existing pavement and turf removals.
	E. Concrete pavement removals shall take place at the nearest joint to illustrated removal areas.
	F. Full depth sawcuts shall be typical for all pavement removals.  Pavement and base material shall be removed full depth.
	G. Demolition of site structures: Demolish all site structure items designated to be removed or which are required to be removed to perform the work.
	H. Removal of obstructions: Remove existing above-grade and below-grade obstructions necessary to permit construction, and other work as indicated.
	I. Fill depressions caused by clearing and grubbing operations with satisfactory soil material, unless further excavation or earthwork is indicated.
	1. Place fill material in horizontal layers not exceeding 6" loose depth, and thoroughly    compact to a density equal to adjacent original ground.
	J. Grubbing shall include all weeds, shrubs, stumps and root systems of removed plant material, irrigation piping and any other irrigation materials within the limits of demolition.  Grubbing shall be to the depths below proposed improvements indicated below:
	K. Strip topsoil to whatever depths encountered in a manner to prevent intermingling with underlying subsoil or other objectionable material.
	1.  Remove heavy growths of grass from areas before stripping.
	2. Where trees are indicated to be left standing, stop topsoil stripping at the outer extent of the drip line to prevent damage to main root system.
	L. Stockpile topsoil in storage piles where directed.  Construct storage piles to feely drain surface water.  Cover storage piles, if required, to prevent wind-blown dust.
	M. All disturbed lawn areas shall be restored with 4” topsoil unless otherwise specified.  Blend grades uniformly to meet.
	N. Removal from Owner's Property:  Remove waste materials and unsuitable topsoil from Owner's property and dispose of off site in legal manner.
	3.6 DAMAGE
	A.  Damage to Plantings:  Damaged trees and shrubs shall be repaired or replaced as directed by the Landscape Architect.  Repair work shall be executed as soon as possible by a competent landscape contractor or arborist and approved by the Landscape Architect or Owner’s Representative.  All costs related to such damage, including soft costs of the Landscape Architect or Owner’s Representative shall be at the expense of the responsible Prime Contractor.
	B. Damage to Existing Conditions:  The Contractor shall be responsible for any damage to existing facilities including but not limited to the following:



	10_311000 - Clearing_0
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS:
	A. Attention is directed to Bidding and Contract Requirements, General and Supplementary Requirements, which are hereby made a part of this Section.

	1.2 SUMMARY:
	A. Provide all labor, materials, necessary equipment and services to complete the Clearing work, as indicated on the drawings, as speci�fied herein or both, except as for items specifically indicated as "NIC ITEMS".
	B. Under this section, the Contractor shall do all clearing, grubbing, root-raking, and necessary clean-up operations in connection with the construction of the new construction and related sitework.
	C. The work shall consist of the removal and disposal of trees, stumps, roots, limbs, brush etc.   from all project areas as designated on the drawings, as specified herein.
	D. Remove all refuse, asphalt pavement, concrete pavement, glass, metal, stone, plaster, lumber, paper materials, and any and all trash found in clearing and adjacent areas.
	E. Furnish all services, labor, transportation, materials, and equipment necessary for the performance of these operations.
	F. Prior to clearing operation, Contractor shall review and outline limits of clearing and limits of work with Architect.  Following Architect's and Owner’s approval, Contractor shall install specified silt fencing and tree protection.  Tree protection fencing and silt fencing shall be maintained by Contractor until final acceptance by Owner.



	11_320536 - Landscape Maintenance & Warranty Standards_0
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS:
	A. Attention is directed to Bidding and Contract Requirements, and to General and Supplemental Conditions, hereby made a part of this Section.

	1.2 DESCRIPTION OF WORK:
	A. The requirements of this section include a one-year warranty period from date of acceptance of installation.

	1.3 ACCEPTANCE OF INSTALLATION:
	A. At the completion of all landscape installation, or pre-approved portions thereof, the Landscape Contractor shall request in writing an inspection for acceptance of installation in which the Landscape Contractor, Landscape Architect and Owner's Representative shall be present.  After this inspection a "Punch List" will be issued by the Landscape Architect and/or Owner's Representative.  After completion of punch list items, the Landscape Architect, Contractor and Owner's Representative shall re-inspect the project and upon satisfactory completion of punch list items, issue a written statement of accept�ance of installation and establish the beginning of the project warranty period.
	B. It is the responsibility of the Landscape Contractor to make the above written request for inspection of installation in a timely fashion.  If there is plant material loss prior to the Landscape Contractor's written request for inspection of installation, the Landscape Contractor shall make all replacements of this dead materi�al at no additional cost.  These replacements are not considered to be the required one (1) replacement of dead plant material by the Landscape Contractor during the one (1) year project warranty period, as outlined below.
	C. Landscape work may be inspected for acceptance in parts agreeable to Owner's Representative and Landscape Architect provided work offered for inspection is complete, including maintenance as required.
	D. For work to be inspected for partial acceptance, supply a written statement requesting acceptance of this work completed to date.

	1.4 PROJECT WARRANTY:
	A. The project warranty period begins upon written acceptance of the project installation by Landscape Architect and Owner's Representative.
	B. The Landscape Contractor accepts responsibility for the irrigation system operation, watering schedule, watering amounts and monitoring system for duration of maintenance and warranty period.
	C. The Landscape Contractor shall guarantee all plants and lawn areas through construction and for a period of one year after date of acceptance of installation against defects including death and unsatisfactory growth, except for defects resulting from neglect by Owner, abuse or damage by others, or unusual phenomena or incidents which are beyond Landscape Contractor's control.
	D. The Landscape Contractor shall warranty plants due to overwatering or under watering by automatic irrigation system during maintenance and warranty period.

	1.5 MAINTENANCE:
	A. To insure guarantee standards, the following maintenance procedures shall be executed during construction and for the full project war�ranty period.
	B. Maintenance of Plants:
	C. Maintenance of Seeded Lawn Areas:
	D. Maintenance of Sodded Lawn Areas:

	1.6 FINAL ACCEPTANCE:
	A. At the conclusion of the project warranty period the Landscape Con�tractor shall request a project inspection for final acceptance in which the Landscape Contractor, Landscape Architect and Owner's Representative shall be present.  After this inspection a "Punch List" will be issued by the Landscape Architect.  Upon completion of all punch list items, the Landscape Architect and Owner's Representa�tive shall reinspect the project and issue a written statement of final acceptance.  Upon final acceptance the Owner assumes all main�tenance responsibilities for the landscape of the project.


	PART 2 -  PRODUCTS  - Not Applicable
	PART 3 -  EXECUTION - Not Applicable

	13_329119 - Topsoil_0
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS:
	A. Attention is directed to Bidding and Contract Requirements, General and Supplemental Requirements, which are hereby made a part of this Section.

	1.2 DESCRIPTION OF WORK:
	A. Extent of Topsoil Work is shown on drawings and by provisions of this Section.
	B. Topsoil for lawn work shall be provided by Contractor from off-site sources free of herbicides.

	1.3 QUALITY ASSURANCE:
	A. Testing and Inspection:  For supplied topsoil.  Per�formed by a qualified independent testing laboratory, under the supervision of a Registered Professional Engineer, specializing in soils engineering.  Obtain samples of stockpiled topsoil before completely stripping from the interior of stockpile.
	B. Provide and pay for testing and inspection during topsoil operations.  Laboratory shall be acceptable to the Landscape Architect.
	C. Test representative material samples for proposed use.
	D. Tests shall include:
	E. Provide soil lab recommendations on type and quantity of additives required to estab�lish satisfactory pH factor and supply of nutrients to bring nutri�ents to satisfactory level for planting and soil lab recommendations regarding residue test results.
	F. Submit test reports.

	1.4 PROJECT CONDITIONS:
	A. Known underground and surface utility lines are indicated on the civil drawings.
	B. Protect existing trees, plants, lawns and other features designated to remain as part of the landscaping work.
	C. Promptly repair damage to adjacent facilities caused by topsoil operations.  Cost of repair at Contractor's expense.
	D. Promptly notify the Landscape Architect of unexpected sub-surface conditions.


	PART 2 -  PRODUCTS
	2.1 MATERIALS:
	A. Topsoil:  Supplied topsoil proposed for use must meet testing criteria results specified and conform to adjustments as recommended by soil test and Landscape Architect.
	B. Provide screened topsoil as required to complete the job.  Topsoil must meet testing criteria results specified.  All processing, cleaning and preparation of this topsoil to render it acceptable for use is the responsibility of this Contractor.
	C. Topsoil shall be screened, fertile, friable and repre�sentative of local productive soil, capable of sustaining vigorous plant growth and screened free of clay lumps, subsoil, noxious weeds or other foreign matter such as stones greater than 1" in diameter in any dimension, roots, sticks and other extraneous materials:  not frozen or muddy.  pH of existing or supplied soil to range between 5.0 and 7.5.  Adjusted to not more than 7.0 by additives as required by soil test.  Topsoil shall contain not less than 3% and not greater than 10% organic matter.  Clay content as determined by Bouyoucous Hydrometer Test shall range between 5 and 15 percent.


	PART 3 -  EXECUTION
	3.1 EXAMINATION:
	A. Examine rough grades and installation conditions.  Do not start topsoil work until unsatisfactory conditions are corrected.

	3.2 FINISH GRADING:
	A. Perform topsoiling within contract limits, including adjacent transi�tion areas, to new elevations, levels, profiles, and contours indi�cated.  Provide uniform levels and slopes between new elevations and existing grades.
	B. Grade surfaces to assure areas drain away from building structures and to prevent ponding and pockets of surface drainage.
	C. Lawn Areas:  Supply and spread topsoil to a minimum uniform depth of 4” or as noted.  Remove clumps larger than 1” in diameter.
	D. Grade lawn areas to a smooth, free draining even surface with a loose, moderately coarse texture ready to accept seed or sod.
	E. For trees, shrubs, ground cover beds and backfill for beds see Section 329300 – Plants.
	F. Provide earth crowning where indicated on drawings.
	G. Crowning/mounding to be free flowing in shape and design, as indicat�ed, and to blend into existing grades gradually so that toe of slope is not readily visible.  Landscape Architect to verify final contour�ing before planting.
	H. Regardless of finish grading elevations indicated, it is intended that grading be such that proper drainage of surface water will occur and that no low areas are created to allow ponding.  Contractor to consult with Owner or Landscape Architect regarding minor variations in grade elevations before rough grading is completed.

	3.3 CLEANING:
	A. Upon completion of topsoiling operations, clean areas within contract limits, remove tools and equipment.  Site shall be clear, clean, free of debris and suitable for site work operations.



	14_329219 - Seeding_0
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS:
	A. Attention is directed to Bidding and Contract Requirements, and to General and Supplemental Requirements, which are hereby made a part of this Section.

	1.2 DESCRIPTION OF WORK:
	A. Extent of seeded lawns is shown on drawings and by provision of this Section.
	B. Type of Work Required Includes the Following:

	1.3 SUBMITTALS:
	A. Submit seed vendor's certification for required grass seed mixture, indicating percentage by weight and percentages of purity, germina�tion and weed seed for each grass species.
	B. Submit straw blanket manufacturer data sheets.

	1.4 DELIVERY, STORAGE AND HANDLING:
	A. Deliver seed and fertilizer materials in original unopened contain�ers, showing weight, analysis and name of manufacturer.  Store in a manner to prevent wetting and deterioration.

	1.5 PROJECT CONDITIONS:
	A. Work Notification:  Notify Landscape Architect at least 7 working days prior to start of seeding operation.
	B. Protect existing utilities, paving and other facilities from damage caused by seeding operations.
	C. Perform seeding work only after planting and other work affecting ground surface has been completed.
	D. Provide hose and lawn watering equipment as required.

	1.6 WARRANTY:
	A. Refer to Section 320536 – Landscape Maintenance and Warranty Standards.


	PART 2 -  PRODUCTS
	2.1 MATERIALS:
	A. Topsoil for Seeding Lawn Areas:  Refer to Section 329119 – Topsoil, and to draw�ings.
	B. Seed:  Fresh, clean and new crop seed mixture.  Mixed by approved methods.
	C. Composed of the following varieties, mixed to the specified propor�tions by weight and tested to minimum percentages of purity and germination.
	D. Seed Mixture:  Proportioned by weight as indicated below:
	E. Fertilizer:  Use a 1-2-1 NPK ratio SGN 100-210 starter fertilizer that is non injurious to turf seedlings with a sustained release of nitrogen to provide 10-16 weeks of fertility.  Phosphorus and potassium amendments shall be industry standards.
	F. Ground Limestone:  Used if required by soil test report.  Containing not less than 85% of total carbonates and ground to such fineness that 50% will pass through a 100 mesh sieve and 90% will pass through a 20% mesh sieve.
	G. Granulated sulfur 0-0-0-90 to lower PH.  Use if determined by soil tests to be necessary.  Apply per soil test recommendations at specified rate.
	H. Straw Mulch:  Used in crimping process only.  Clean oat or wheat straw well seasoned before bailing, free from mature seed-bearing stalks or roots of prohibited or noxious weeds.
	I. Water:  Free of substance harmful to seed growth.  Hoses or other methods of transportation furnished by Contractor.  Test for excess Alkalinity, if necessary.
	J. Wood Cellulose Fiber Mulch:  Degradable green dyed wood cellulose fiber or 100% recycled long fiber pulp, free from weeds or other foreign matter toxic to seed germination and suitable to hydromulching.  Available manufacturer and type:  Conwed Hydromulch, Conwed Corp., St. Paul, MN.
	K. Paper Mulch:  Degradable paper mulch, free of foreign debris.  Do not use on slopes over 30%.  Available manufacturer and type: NU Wool Hydro Mulch, Jennison, MI.
	L. Tackifier:  Liquid concentrate diluted with water forming a transpar�ent 3-dimensional film like crust permeable to water and air and containing agents not toxic to seed germination.  Available manufacturer and type:  Finn Hydrostik, Fairfield, OH.
	M. Biodegradable Straw Erosion Control Blanket:  100% organic, weed seed free straw fibers, single stiched into a photodegradable white netting.  Acceptable manufacturer:  American Excelsior – Curlex I or approved substitute.


	PART 3 -  EXECUTION
	3.1 EXAMINATION:
	A. Landscape Architect must approve finish surfaces, grades, topsoil quality and depth.  Do not start seeding work until unsatisfactory conditions are corrected.

	3.2 PREPARATION OF SEEDED LAWN AREAS:
	A. Limit preparation to areas which will be immediately seeded.
	B. Treat lawn areas if required with "Round Up" by Monsanto, per label directions to kill existing vegetation prior to seeding.
	C. Loosen topsoil of lawn areas to minimum depth of 4".  Remove stones over 1" in any dimension and sticks, roots, rubbish and extraneous matter.
	D. Grade lawn areas to a smooth, free draining even surface with a loose, moderately coarse texture.  Roll and rake, remove ridges and fill depressions as required to drain.
	E. Apply amendments as indicated by soil test, with rotary or drop spreader and incorporate in top 3 inches of soil.  Soil test results must be forwarded to landscape architect.
	F. Apply starter fertilizer at a rate to provide sustained fertility to seedlings of .15 - .2 lbs. N per 1,000 sf per week for 10-16 weeks.  Available manufacturer (Polyon) or approved equal.  Starter fertilizer may be part of phosphorus and potassium needs as indicated by soil test.
	G. Apply fertilizers by mechanical rotary or drop type distributor, thoroughly and evenly incorporated with soil to a minimum depth of 1/4" by dragging or other approved method.  Fertilize areas inaccessible to power equipment with hand tools and incorporate into soil.
	H. Restore prepared areas to specified condition if eroded, settled or otherwise disturbed after fine grading and prior to seeding.

	3.3 INSTALLATION:
	A. Seed lawns only between April 1 and June 1 and fall seeding between August 15 and October 15 or at such other times acceptable to Landscape Architect.
	B. Seed immediately after preparation of bed.  Seed indicated areas within contract limits and areas adjoining contract limits disturbed as a result of construction operations.
	C. Perform seeding operations when the soil is dry and when winds do not exceed 5 miles per hour velocity.
	D. Apply seed with a rotary or drop type distributor.  Install seed evenly by sowing equal quantities in 2 directions, at right angles to each other.
	E. Sow seed at a rate of 7 lbs/1000 sq. ft. (300 lbs/acre).
	F. After seeding, rake or drag surface of soil lightly to incorporate seed into top 1/8" of soil.  Roll with light lawn roller.

	3.4 MULCHING:
	A. Place straw mulch on seeded areas within 24 hours after seeding.
	B. Place straw mulch uniformly in a continuous blanket at a rate of 2-1/2 tons per acre or (2) 50 lb. bales per 1,000 sq. ft. of area.  A mechanical blower may be used for straw mulch application when acceptable to the Architect.
	C. Crimp straw into soil by use of a "crimper."  Two passes in opposite direction required.

	3.5 HYDROSEEDING:  (Optional Method)
	A. Use a hydromulcher (sprayer) and apply mixture(s) at the following rate.  Mix in accordance with manufacturer's recommendations.
	B. Apply hydroseed slurry to indicated areas.  Use tackifier only on erosion prone areas.
	C. Incorporate fertilizer into soil bed by mechanical rotary or drop type distributor prior to hydroseeding.  Do not mix fertilizer in hydroseeder.
	D. Care must be taken not to get hydroseed materials on buildings, walks, roadways, plant beds etc.

	3.6 LAWN ESTABLISHMENT:
	A. Establish dense lawn of permanent grasses, free from weeds, lumps and de�pressions.  Any area failing to show uniform germination to be re�seeded; continue until dense lawn established.  Damage to seeded area resulting from erosion to be repaired by Contractor.  Scattered bare spots over 5 percent not allowed.
	B. In event Contractor does not establish dense lawn during germination period, return to project to refertilize and reseed to establish dense lawn.
	C. Should the seeded lawn become largely weeds after germination, Con�tractor shall be responsible to kill the weeds and reseed the proposed lawn areas to produce a dense turf, as specified.
	D. Refer to Section 320536 – Landscape Maintenance and Warranty Standards for Additional Requirements.

	3.7 CLEANING:
	A. Perform cleaning during installation of the work and upon completion of the work to the approval of the Landscape Architect.  Remove from site all excess materials, debris and equipment.  Repair damage resulting from seeding operations.  Clean all areas where overspray has occurred from hydroseeding operations.



	15_329223 - Sodding_0
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS:
	A. Attention is directed to Bidding and Contract Requirements, and to General and Supplemental Conditions, hereby made a part of this Section.

	1.2 DESCRIPTION OF WORK:
	A. Extent of sodded lawns is shown on drawings and by provisions of this Section.
	B. Type of Work Required Includes the Following:
	C. Contractor to coordinate water source/schedule with owner.
	D. Related Work Specified Elsewhere: Refer to the entire project manual for additional contract requirements.

	1.3 SUBMITTALS:
	A. Sod grower’s certification of grass species including special shade grown species.  Identify source location.
	B. Fertilizer manufacturer data sheets.
	C. Grower’s soil analysis or certification stating mineral / topsoil grown sod.

	1.4 QUALITY ASSURANCE:
	A. Sod:  Comply with American Sod Producers Association (ASPA) classes of sod materials.

	1.5 DELIVERY, STORAGE AND HANDLING:
	A. Cut, deliver and install sod within 24-hour period.
	B. Do not harvest or transport sod when moisture content may adversely affect sod survival.
	C. Protect sod from sun, wind and dehydration prior to installation.  Do not tear, stretch or drop sod during handling and installation.

	1.6 PROJECT CONDITIONS:
	A. General:

	1.7 WARRANTY:
	A. Refer to Section 320536 – Landscape Maintenance and Warranty Standards.


	PART 2 -  PRODUCTS
	2.1 MATERIALS:
	A. Sod:  An "approved" nursery grown blend of improved Kentucky Blue-grass varieties.
	B. Furnish sod machine stripped in square pads or strips not more than 3'-0" long; uniformly 1" to 1-1/2" thick with clean-cut edges.  Mow sod before stripping.    Big roll sod is acceptable.
	C. Fertilizer:  Use a 1-2-1 NPK ratio SGN 100-210 starter fertilizer that is non injurious to turf with a release of nitrogen to provide 10-16 weeks of fertility for optimum turf growth.  Nitrogen not to be affected by rainfall or irrigation.  Phosphorus and potassium amendments shall be industry standard.  If soil test results show adequate phosphorus and potassium then NPK ratio shall be amended to 3-0-2.  (see 3.2, F for application rates).
	D. Ground Limestone:  Containing not less than 85% of total carbonates and ground to such fineness that 50% will pass through a 100 mesh sieve and 90% will pass through a 20 mesh sieve.  Use if determined by soil tests to be necessary.
	E. Stakes:  Softwood, 3/4" x 8" long.
	F. Water:  Free of substance harmful to sod growth.  Hoses or other methods of transportation furnished by Contractor.
	G. Topsoil:  Refer to Section 329119 – Topsoil.


	PART 3 -  EXECUTION
	3.1 EXAMINATION:
	A. Examine finish surfaces, grades, topsoil quality and depth.  Do not start sodding work until unsatisfactory conditions are corrected.

	3.2 PREPARATION:
	A. Limit preparation to areas which will be immediately sodded.  Spread topsoil, fine grade.
	B. Treat lawn areas with "Round Up" by Monsanto, per label directions as required to kill existing vegetation prior to sodding.
	C. Loosen topsoil of lawn areas to minimum depth of 3".  Remove stones over 1" in any dimension and sticks, roots, rubbish and extraneous matter.  (In athletic fields remove stones over 1/2” in any dimension.  Refer to Section 329119 – Topsoil.)
	D. Grade lawn areas to smooth, free draining and even surface with a loose, and uniformly fine texture.  Roll and rake; remove ridges and fill depressions as required to drain.
	E. Apply amendments as indicated by soil test, with rotary or drop spreader and incorporate in top 3 inches of soil.  Soil test results must be forwarded to landscape architect.
	F. Apply starter fertilizer at a rate to provide sustained fertility of .15 - .2 lbs. N per 1000 sf per week for 10-16 weeks or per soil test recommendations.  Available manufacturer (Polyon) or approved equal.  Starter fertilizer may be part of phosphorus and potassium needs as indicated by soil test.
	G. Dampen dry soil prior to sodding.
	H. Restore prepared area to specified condition if eroded, settled or otherwise disturbed after fine grading and prior to sodding.

	3.3 INSTALLATION:
	A. Lay sod to form a solid mass with tightly-fitted joints.  Butt ends and sides of sod strips.  Do not overlay edges.  Stagger strips to offset joints in adjacent course.  Remove excess sod to avoid smothering of adjacent grass.  Provide sod pad top flush with adjacent curbs, sidewalks, drains and seeded areas.
	B. Do not lay dormant sod or install sod on saturated or frozen soil.
	C. Install initial row of sod in a straight line, beginning at bottom of slopes, perpendicular to direction of the sloped area.  Place subsequent rows parallel to and lightly against previously installed row.
	D. Peg sod on slopes greater than 3 to 1 to prevent slippage at a rate of 2 stakes per yard of sod.
	E. Water sod thoroughly with a fine spray immediately after laying.
	F. Roll with light lawn roller to ensure contact with sub-grade.
	G. Sod indicated areas within contract limits and areas adjoining contract limits disturbed as a result of construction operations.

	3.4 MAINTENANCE:
	A. Refer to Section 320536 – Landscape Maintenance and Warranty Standards.

	3.5 ACCEPTANCE:
	A. Refer to Section 320536 – Landscape Maintenance and Warranty Standards.

	3.6 CLEANING:
	A. Perform cleaning during installation of the work and upon completion of the work.  Remove from site all excess materials, debris and equipment.  Repair damage resulting from sodding operations.



	16_329300 - Plants_0
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS:
	A. Attention is directed to Bidding and Contract Requirements, and to General and Supplemental Conditions hereby made a part of this Section.

	1.2 DESCRIPTION OF WORK:
	A. Extent of trees, shrubs and ground covers is shown on drawings and by provisions of this Section.
	B. Type of Work Required Includes the Following:

	1.3 SUBMITTALS:
	A. Submit the Following Material Samples:
	B. Submit the Following Materials Certification:

	1.4 QUALITY ASSURANCE:
	A. Plant names indicated; comply with "Standardized Plant Names" as adopted by the latest edition of the American Joint Committee of Horticultural Nomenclature.  Names of varieties not listed conform generally with names accepted by the nursery trade.  Provide stock true to botanical name and legibly tagged.
	B. Comply with sizing and grading standards of the latest edition of “American Standard for Nursery Stock."  A plant shall be dimensioned as it stands in its natural position.
	C. All plants shall come from nurseries located in Zones 4 - 6 of the USDA Hardiness Zone Map unless approved by the Landscape Architect.
	D. Such approval shall not impair the right of inspection and rejection upon delivery at the site or during the progress of the work.
	E. Provide percolation testing by filling plant pits with water and monitoring length of time for water to completely percolate into soil.  Submit test results to Landscape Architect prior to starting work.

	1.5 DELIVERY, STORAGE AND HANDLING:
	A. Deliver fertilizer materials in original, unopened and undamaged containers showing weight, analysis and name of manufacturer.  Store in manner to prevent wetting and deterioration.
	B. Take all precautions customary in good trade practice in preparing plants for moving.  Workmanship that fails to meet the highest stand�ards will be rejected.  Spray deciduous plants in foliage with an approved "Anti-Dessicant" immediately after digging to prevent dehy�dration.  Dig, pack, transport and handle plants with care to ensure protection against injury.  Inspection certificates required by law shall accompany each shipment invoice or order to stock and on arriv�al.  A copy of certificate shall be filed with the Landscape Archi�tect.  Protect all plants from drying out.  If plants cannot be planted immediately upon delivery, properly protect them with soil, wet peat moss or in a manner acceptable to the Landscape Architect.  Water heeled-in plantings as required to keep root system moist until planting.  No plant shall be bound with rope or wire in a manner that could damage or break the branches.
	C. Cover plants transported on open vehicles with a protective covering to prevent windburn.
	D. Frozen or muddy topsoil is not acceptable.

	1.6 PROJECT CONDITIONS:
	A. Work Notification:  Notify Architect at least 7 working days prior to installation of plant material.
	B. Protect existing utilities, paving and other facilities from damage caused by landscaping operations.  See AIA General Conditions.
	C. A complete list of plants, including a schedule of sizes, quantities and other requirements is shown on the proposal form.  In the event that quantity discrepancies or material omissions occur in the proposal form, Contractor shall notify the Landscape Architect during the proposal bidding process.
	D. An irrigation system will be installed prior to planting.  Locate, protect and maintain the irrigation system during planting operations.  Repair irrigation system components, damaged during planting operations, at this Contractor’s expense.
	E. Perform percolation testing.
	F. Verify availability of on-site water.
	G. Concealed contingencies.  Refer to AIA General Conditions.

	1.7 WARRANTY:
	A. Refer to Section 320536 – Landscape Maintenance and Warranty Standards.


	PART 2 -  PRODUCTS
	2.1 MATERIALS:
	A. Plants - General:  Provide plants typical of their species or variety; with densely developed branches and vigorous, fibrous root sys�tems free of insects and diseases and have a fully developed form without voids and open spaces.  Plants shall be lush, without dry foliage or root balls, free of defects, disfiguring knots, sunscald, wind burn, broken branches, frost cracks or abrasions.
	B. All single trunk deciduous trees (including specimen stock), shade or ornamental trees, shall have straight trunks of healthy condition without mechanical damage, splits, frost cracks, scars, free of insects or disease.
	C. All Evergreen trees (including specimen stock) shall have straight trunks of healthy condition without mechanical damage, splits, frost cracks, scars, free of insects or disease.
	D. Provide "specimen" plants with a special height, shape or character of growth.  Landscape Contractor to tag specimen trees or shrubs at the source of supply.  The Landscape Architect will inspect specimen selections at the source of supply for suitability and adaptability to selected location.  When specimen plants cannot be purchased local�ly, provide sufficient photographs of the proposed specimen plants for approval.  The Landscape Contractor shall inspect all plant material at source prior to Landscape Architect's review.  Land�scape Contractor shall accompany Landscape Architect to nursery on final selec�tion trip (if required).
	E. Container-Grown Stock:  Grown in a container for sufficient length of time for the root system to have developed to hold its soil together, firm and whole.
	F. Specimen Stock:  All specimen designated plantings are to be nursery grown, fully developed, excellent quality and typical example of the species.  Plants designated to be planted in rows must be matched, symmetrical and uniform in height, spread, caliper and branching density.
	G. Topsoil for Planting Mix:  Refer to Section 329119 - Topsoil.
	H. Peat Moss:  Brown to black in color, weed and seed free granulated raw peat.
	I. Planting Mixture Type A (for shrubs and ornamental grasses):  Standard planting backfill shall be a mixture of 3/4 topsoil, 1/4 compost.  Add fertilizer Type "A" or as indicated by soil test to planting mixture per manufacturer's requirements.  Follow planting details.
	J. Planting Mixture Type B (for perennials, ground cover beds and Ericaceous plants):  Planting backfill shall be a mixture of 3/4 topsoil, 1/4 compost.  Adding fertilizer type “B” or as indicated by soil test to mixture per manufacturer requirements.  Follow planting details.
	K. Plant Fertilizer shall be:
	Fertilizer Type A with micronutrients to be applied at a NPK ratio of 4-1-2.  Provide 1 lb of actual nitrogen per 1,000 sf unless the soil test recommendations indicate otherwise.
	Fertilizer Type B with micronutrients to be applied at a NPK ratio of 1-2-1.  Provide 2 lbs of actual nitrogen per 1,000 sf unless the soil recommendations indicate otherwise.
	L. “MyCor” Tree Saver Soil Conditioner manufactured by Plant Health Care, Inc., (800) 421-9051.  Use for all tree and shrub species except Rhododendrons, Azaleas and Laurels.
	M. Superphosphate:  Composed of finely ground phosphate rock as commonly used for agricultural purposes containing not less than eighteen (18%) percent available phosphoric acid.  Apply as required based upon soil test report.
	N. Compost:  The compost shall be a mature/stabilized, humus-like material derived from the aerobic decomposition of yard clippings or other materials as designated compostable as defined in Part 115 of Act 451 of 1994 as amended in Act 212 dated 2007, and shall be in compliance with all federal and state laws. The compost shall have a dark brown or black color, be capable of supporting plant growth without ongoing addition of fertilizers or other soil amendments and shall not have an objectionable odor. It shall be free of plastic, glass, metal and other physical contaminants, as well as viable weed seeds and other plant parts capable of reproducing (except airborne weed species). The compost moisture content shall be such that no visible free water or dust is produced when handling it.


	Test Items   Acceptable Range
	Maturity/Stabilization:  An acceptable test that can demonstrate Maturity/Stability
	Temperature: The material must have undergone the procedure to significantly reduce the pathogen level as referenced in EPA 40 CFR, Part 257 Regulations, Federal Register Vol. 58, No. 32; dated 2/19/93; Rules and Regulations; (Pile temperatures must be maintained at 40 degrees C for 5 days with a temperature exceeding 55 degrees C for at least 4 hours).
	Pathogens and Trace: Shall meet the requirements of EPA 40 CFR, Part 503 *TCLP or Elements EPA 1311 Regulations, Federal Register Vol. 58, No. 32; dated 2/19/93; Rules and Regulations.
	Organic Content:  30-65%, dry weight basis
	Moisture Content:  30-60%, wet weight basis
	Inert Contamination: Less than 1% by weight (no visible plastic, glass or metal allowed)
	Soluble Salts:   1 – 7.5 mmho
	Carbon:Nitrogen Ratio: 10:1 to 20:1
	pH:    6 to 7.5
	Particle Size:   98% pass through 3/4” screen or smaller
	A compost sample shall be submitted to the Owner for approval prior to being used.
	O. Lime:  Ground dolomitic limestone, ninety-five (95%) percent passing through #100 mesh screen.  Use to adjust soil pH only, under direction of Landscape Architect or based upon soil test report.
	P. Sand:  Clean, coarse, ungraded conforming to ASTM C-3 for fine aggregates.
	Q. Anti-Dessicant:  Protective film emulsion providing a protective film over plant surfaces; permeable to permit transpiration.  Mixed and applied in accordance with manufacturer's instructions.
	R. Double Processed Shredded Bark Mulch:  Dark brown in color, clean, free of debris and sticks, and well aerated.  Materials shall be uniform in size, shape and texture.  Recycled wood products, such as “pallet mulch,” shall not be used.  Submit samples for approval prior to installation.
	S. Water:  Free of substances harmful to plant growth.  Hoses or other methods of transportation furnished by Contractor.
	T. Stakes for Staking:  Hardwood or green metal T-section posts without anchor plates, 2" x 2" x 6'-0" minimum length.
	U. Stakes for Guying:  Hardwood, 2 x 4 nominal, x 24” length, pointed on one end.
	V. Guying/Staking Fabric:  Polypropylene Arbor Tie (Arbor Tie Green)
	W. Turnbuckles:  Galvanized steel of size and gauge required to provide tensile strength equal to that of the wire.  Turnbuckle opening shall be at least 3”.
	X. Staking and Guying Fabric:  Polypropylene Arbor Tie (Arbor Tie Green)
	Y. Tree Wrap:  Standard waterproofed tree wrapping paper, 2-1/2" wide, made of 2 layers of crepe kraft paper weighing not less than 30 lbs. per ream, cemented together with asphalt.
	Z. Twine:  Two-ply jute material.
	AA. Aluminum Edge Restraints:  Straight, 3/16-inch- (4.8-mm-) thick by 4-inch- (100-mm-) high  extruded-aluminum edging with loops pressed from face to receive stakes at 12 inches (300 mm) o.c., and aluminum stakes 12 inches (300 mm) long for each loop.

	PART 3 -  EXECUTION
	3.1 EXAMINATION:
	A. Examine proposed planting areas and conditions of installation.  Do not start planting work until unsatisfactory conditions are corrected.

	3.2 PREPARATION:
	A. Time of Planting:
	B. Planting shall be performed only by experienced workmen familiar with planting procedures under the supervision of a qualified supervisor.
	C. Individual plant locations shall be staked on the project site by the Contractor and approved by the Landscape Architect before any planting pits are dug.  The Landscape Architect reserves the right to adjust plant material locations to meet field conditions, without additional cost to the Owner.
	D. Planting pits shall be round, with vertical sides and flat bottoms and sized in accordance with outlines and dimensions shown on the planting details.
	E. Accurately stake plant material according to the drawings.  Stakes shall be above grade and painted a bright color to be clearly visible for inspection.
	F. If obstructions are encountered that are not indicated, do not proceed with planting operations until alternative plant locations have been selected and approved in writing by the Landscape Architect.  Where location or spacing dimensions are not clearly shown, request clari�fication by the Landscape Architect.
	G. See drawings for planting details.
	H. Vegetation Removal:

	3.3 INSTALLATION:
	A. Excavate circular plant pits with vertical sides, except for plants specifically indicated to be planted in beds.  Provide plant pits per planting details.  Depth of pit shall accommodate the root system. Scarify the bottom of the pit to a depth of 4".
	B. Provide pre-mixed planting mixture Type "A" for use around the balls and roots of all deciduous and evergreen tree plantings in planters.  Trees planted in earth shall be backfilled with native soil per planting details unless noted otherwise.
	C. Beds for Ground Cover, Flowers and Ericaceous Plants:  Excavate existing soil to 12” depth over entire bed area and remove soil from site.  Set plants according to drawings and backfill entire bed with pre-mixed planting mixture Type “B”.
	D. Mass Shrub Beds/Hedge and Ornamental Grass Beds:  Excavate existing soil to 12" depth over entire bed area and remove soil from site.  Scarify bottom of the bed to a 4" depth.  Set plants according to drawings and specifications, and backfill entire bed with (pre-mixed) specified planting mixture Type "A".
	E. Planting:
	F. Mulching:
	G. Wrapping, Guying, Staking:
	H. Pruning:

	3.4 MAINTENANCE:
	A. Refer to Section 320536 – Landscape Maintenance and Warranty Standards.

	3.5 CLEANING:
	A. Perform cleaning during installation of the work and upon completion of the work.  Remove from site all excess materials, soil, debris and equipment.  Repair damage resulting from planting operations.
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